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Abstract 

Since its inception, the Haber-Bosch (HB) process for ammonia (NH3) synthesis has 

allowed for a significant increase in global food production as well as a simultaneous decrease in 

global hunger and malnutrition.  The HB process is estimated to be responsible for the subsistence 

of 40% of the world population as approximately 85% of the over 182 metric tons of NH3 produced 

in 2017 was used as fertilizer for crop production.  The natural gas consumed (mostly to generate 

H2) represents approximately 2% of the global energy budget, while the CO2 produced is about 

2.5% of all global fossil CO2 emissions.  Approximately 40% of food consumed is essentially 

natural gas transformed by the HB process into agricultural products.  However global food 

production will need to double due to expected increase in world population to 9.6 billion by 2050 

and rising demand for protein among developing nations.   

A novel thermochemical reaction cycle for sustainable NH3 synthesis at atmospheric 

pressure is explored herein.  Both thermochemical and kinetic rationales are discussed regarding 

choice of Mn as the cycled reactant.  The energetic driving force for these reactions is conceptually 

derived from concentrated solar energy. 

Mn was reacted with N2 forming Mn-nitride, corrosion of Mn-nitride with steam at 500 °C 

formed MnO and NH3, and lastly MnO was reduced at 1150 °C in a 4 vol % CH4 – 96 vol % N2 

stream to Mn-nitride closing the cycle.  Optimum nitridation at 800 °C and 120 min produced a 

Mn6N2.58-rich Mn-nitride mixture containing 8.7 ± 0.9 wt. % nitrogen.  NH3 yield was limited to 

0.04 after 120 min during nitride corrosion but addition of a NaOH promotor improved NH3 yield 

to 0.54.  Mn6N2.58 yield was 0.381 ± 0.083 after MnO reduction for 30 min with CO and H2 but no 

CO2 detected in the product. 



  

Mn-nitridation kinetics were investigated at temperatures between 600 and 800 °C for 10 

and 44 μm reactant powder particle sizes.  That equilibrium conversion decreased with increasing 

temperature was confirmed.  Jander’s rate law, which assumes gaseous reactant diffusion through 

a solid product layer, described the experimental data reasonably well.  The rate constants and 

initial rates were as much as an order of magnitude greater for the 10 μm Mn reactant particle size.  

Additionally the activation energy was found to be 44.1 kJ mol-1 less for the 10 μm reactant particle 

size.  Reducing the particle size had a small but positive effect on Mn-nitridation kinetics.  Further 

reducing particle size will likely have a greater impact. 

A review of relevant classical thermodynamics is discussed with special attention paid to 

open systems.  Confidence issues regarding over-reliance on x-ray diffraction are considered with 

options suggested for mitigation.  Opportunities for future work are assessed. 
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Abstract 

Since its inception, the Haber-Bosch (HB) process for ammonia (NH3) synthesis has 

allowed for a significant increase in global food production as well as a simultaneous decrease in 

global hunger and malnutrition.  The HB process is estimated to be responsible for the subsistence 

of 40% of the world population as approximately 85% of the over 182 metric tons of NH3 produced 

in 2017 was used as fertilizer for crop production.  The natural gas consumed (mostly to generate 

H2) represents approximately 2% of the global energy budget, while the CO2 produced is about 

2.5% of all global fossil CO2 emissions.  Approximately 40% of food consumed is essentially 

natural gas transformed by the HB process into agricultural products.  However global food 

production will need to double due to expected increase in world population to 9.6 billion by 2050 

and rising demand for protein among developing nations.   

A novel thermochemical reaction cycle for sustainable NH3 synthesis at atmospheric 

pressure is explored herein.  Both thermochemical and kinetic rationales are discussed regarding 

choice of Mn as the cycled reactant.  The energetic driving force for these reactions is conceptually 

derived from concentrated solar energy. 

Mn was reacted with N2 forming Mn-nitride, corrosion of Mn-nitride with steam at 500 °C 

formed MnO and NH3, and lastly MnO was reduced at 1150 °C in a 4 vol % CH4 – 96 vol % N2 

stream to Mn-nitride closing the cycle.  Optimum nitridation at 800 °C and 120 min produced a 

Mn6N2.58-rich Mn-nitride mixture containing 8.7 ± 0.9 wt. % nitrogen.  NH3 yield was limited to 

0.04 after 120 min during nitride corrosion but addition of a NaOH promotor improved NH3 yield 

to 0.54.  Mn6N2.58 yield was 0.381 ± 0.083 after MnO reduction for 30 min with CO and H2 but no 

CO2 detected in the product. 



  

Mn-nitridation kinetics were investigated at temperatures between 600 and 800 °C for 10 

and 44 μm reactant powder particle sizes.  That equilibrium conversion decreased with increasing 

temperature was confirmed.  Jander’s rate law, which assumes gaseous reactant diffusion through 

a solid product layer, described the experimental data reasonably well.  The rate constants and 

initial rates were as much as an order of magnitude greater for the 10 μm Mn reactant particle size.  

Additionally the activation energy was found to be 44.1 kJ mol-1 less for the 10 μm reactant particle 

size.  Reducing the particle size had a small but positive effect on Mn-nitridation kinetics.  Further 

reducing particle size will likely have a greater impact. 

A review of relevant classical thermodynamics is discussed with special attention paid to 

open systems.  Confidence issues regarding over-reliance on x-ray diffraction are considered 

with options suggested for mitigation.  Opportunities for future work are assessed. 
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Chapter 1 - Introduction 

1.1 Motivation 

Nitrogen is the most common yield-limiting nutrient in agriculture1 even though nitrogen 

gas (dinitrogen, N2) comprises approximately 80% of Earth’s atmosphere.2  This dichotomy stems 

from the large bond dissociation enthalpy of N2 (945 kJ mol-1)3 which renders it unusable by most 

biological systems.4  Fixed nitrogen (as an agricultural input) is produced by first cleaving the N2 

triple bond then attaching the N-atoms to hydrogen (NH3 or NH4
+) or oxygen (NO2).  This process 

can occur naturally or synthetically and is known generally as “nitrogen fixation”.2  Today, natural 

nitrogen fixation processes provide about half of the nitrogen required to sustain the global 

population while the other half is provided by inorganic fertilizers such as ammonia (NH3) 

produced industrially via the Haber-Bosch (HB) process.1 

Synthetic NH3 from the HB process is partially credited as “the fuel” which propelled the 

substantial increase in food production known as the “green revolution” of the 20th century.5,6  

Since its inception, the HB process for NH3 synthesis has allowed for a significant increase in 

global food production as well as a simultaneous decrease in global hunger and malnutrition.7  

Fritz Haber successfully demonstrated the chemistry at the lab-scale in 1909,1 a discovery that 

earned him the Nobel Prize in chemistry in 1918.8  Carl Bosch won a Nobel Prize in Chemistry in 

1931 for developing the chemical high pressure methods necessary for industrial scale NH3 

production.9  Industrial-scale NH3 synthesis began in 1913, a mere 4 years after Haber’s initial 

discovery,1 producing 30 metric tons (t) day-1 at 130 atm.7  Today over 80% of the nitrogen found 

in human tissues, on average, originates from ammonia synthesized from the Haber-Bosch 

process.10  Figure 1.1 shows the global human population over time11,12 superimposed on the global 

consumption of synthetic nitrogen fertilizers4,6,13.  Notice both curves have similar inflection points 
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suggesting industrial inorganic NH3 synthesis is at least partially responsible for the population 

growth rate.  It is now estimated that the fixed nitrogen provided by the HB process is responsible 

for the subsistence of 40% of the global population.6 

1.2 Modern Industrial Ammonia Synthesis 

Approximately 85%14 of the over 182 t NH3 produced globally per year is consumed as 

fertilizer.15  Other uses for ammonia include explosives, plastics, synthetic resins and fibers, as 

well as feedstocks for other chemicals.15  However, global food production will need to double 

due to the expected increase in world population to over 9.7 billion11 by 2050 and rising demand 

for protein among developing nations.16 

Figure 1.2 shows a simplified overview of the HB process.17  The steam reforming block 

converts natural gas (primarily methane, CH4) into the H2 reactant necessary for catalytic NH3 

Figure 1.1:  The correlation between human population growth (dashed) and 

availability of fixed nitrogen available for fertilizer (solid).  The vertical blue 

line at year 1913 represents the first industrial scale NH3 facility, included as 

a reference. 
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synthesis.18  The syngas cleanup block removes the impurities from the reformer effluent stream, 

preparing the reactant H2 and N2 gases for catalytic NH3 synthesis.19  The NH3 synthesis step 

converts N2 and H2, supplied in a 1:3 ratio,20 into NH3 at pressures between 180 – 300 atm and 

temperatures of approximately 500 °C.21 

Advantages of the HB process revolve around its maturity.  Consequently, further 

efficiency improvements of modern HB plants will be incremental as total energy use of 28 GJ t-1 

NH3
22 is quite close to the thermodynamic minimum of 20.9 GJ t-1 NH3.

23 

The disadvantages of industrial NH3 production via HB concern its long term sustainability 

and technical restrictions.  The HB process consumes approximately 0.6 t natural gas as both a 

source of hydrogen and combustion energy and emits 1.6 t CO2 t
-1 NH3, specifically coupling food 

production with fossil fuel consumption and greenhouse gas emissions.18,21  The natural gas 

consumed represents 2-3% of the global energy budget,24 and the CO2 produced is approximately 

2.5% of all global fossil CO2 emissions.25  One may infer that approximately 40% of food 

consumed is in effect natural gas transformed by the HB process into agricultural products. 

Figure 1.2:  Simplified overview of industrial NH3 synthesis via the HB process.  Basis taken 

as 1.0 t NH3 output. 
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The extreme operating conditions (Figure 1.2), make the HB process one of the more 

technically demanding in the chemical industry.  Large economies of scale are required for 

profitability as well as a large uninterrupted supply of natural gas as the H2 source.  In turn, the 

process complexity and scale of investment limits possible locations to politically stable and 

technically advanced regions.  HB plants producing 1000 t NH3 day-1 were built in the late 1960’s26 

while newer plants have capacities of at least 1500 t NH3 day-1.27  A modern HB NH3 synthesis 

plant costs approximately $300 million in capital costs for a capacity of 2000 t NH3 day-1.26 

These large operating pressures are the result of the unfavorable gas-phase thermodynamic 

equilibrium reaction shown in eq (1)19. 

1

2
𝑁2 + 

3

2
𝐻2  

Promoted−Fe
↔          𝑁𝐻3;  ∆𝐻°25°𝐶 = −45.9 𝑘𝐽 𝑚𝑜𝑙

−1   (1) 

According to Le Chatelier’s principle, equilibrium will favor the products as pressure 

increases.28  However, even at 300 atm, NH3 yield is still less than 25% per pass.20  Thus 

condensing and separating the NH3 and recycling the unreacted N2–H2 mixture is required.  

Between 4 and 6 kg of reactant gas mixture are recycled (not shown in Figure 1.2) per kg of NH3 

synthesized.20 Only the fortuitously simple separation of easily condensable ammonia from 

unreacted synthesis gas renders the process viable at all. 

The primary opportunities for HB efficiency improvements focus on H2 generation instead 

of NH3 synthesis.  In fact, the NH3 synthesis block and especially the catalyst itself have been the 

subject of significant study since the beginning,29,30 and are widely considered to be optimized 

already31.  Meanwhile, roughly 84% of the energy necessary for the HB process is consumed by 

the production of the H2 feedstock while 16% is used for compression work.22  Additionally, about 

66% of CO2 emissions derive from the H2 generation stage.32 
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1.3 Alternatives to Modern Industrial Ammonia Synthesis 

The maturity of the HB process for industrial NH3 synthesis provides a significant barrier 

to new NH3 production technologies.  Several alternatives to industrial HB NH3 synthesis have 

received significant attention but have not yet reached fruition.  Electrochemical NH3 syntheses33-

37 typically require novel electrolytes,38 or have low NH3 yields due to poor electrode 

conductivity39.  An additional drawback stems from the current fossil fuel electricity sources 

required to transfer 3 electrons per NH3 molecule formed (assuming the cell current efficiency is 

perfect).  Advancing this technology past the laboratory stage will require significant improvement 

in the catalyst and electrolyte and little economic analysis has been performed.40  NH3 synthesis 

methods which emulate enzymatic catalysts via transition metal coordination complexes feature 

significantly higher yields but often require a sacrificial and expensive reducing equivalent.41-44  

Another option is improve the HB process by replacing the steam reforming of natural gas with a 

bolt-on renewable H2 generation method such as electrolysis17 or solar thermochemical water 

splitting45. 

1.4 Cyclical Thermochemical Ammonia Synthesis 

 The work proposed here attempts to break the decades-old model of food production from 

fossil fuel consumption via industrial ammonia fertilizer synthesis.  In lieu of the “simultaneous” 

NH3 synthesis step of the HB process, an alternative strategy for NH3 formation in which the 

dinitrogen cleavage and protonation steps are separated into separate chemical reactions is 

explored here.  One iteration of the process is shown in Figure 1.3.  Here step 1 consists of a 

reaction between a transition metal nitride, manufactured according to eq (2), and steam to produce 

ammonia and a transition metal oxide as shown in eq (3) using generic stoichiometry. 

𝑎

𝑏
𝑀+ 

1

2
𝑁2  ↔  

1

𝑏
𝑀𝑎𝑁𝑏  (2) 
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1

𝑏
𝑀𝑎𝑁𝑏 + 

𝑎𝑑

𝑏𝑐
𝐻2𝑂 ↔  [

𝑎𝑑

𝑏𝑐
−
3

2
] 𝐻2 + 𝑁𝐻3 + 

𝑎

𝑏𝑐
𝑀𝑐𝑂𝑑  (3) 

Step 2 of Figure 1.3 reduces the oxide produced in step one using a reducing agent (such 

as solid carbon or CH4), denoted as R in eq (4), diluted in an N2 gas stream to recover the metal 

nitride. 

𝑎

𝑏𝑐
𝑀𝑐𝑂𝑑 + 

𝑎𝑑

𝑏𝑐
𝑅 ↔  

𝑎

𝑏 
𝑀 + 

𝑎𝑑

𝑏𝑐
𝑅𝑂  (4) 

Ideally the energy input necessary for the endothermic reduction step would come from a 

renewable source such as concentrated solar power.  Direct solar use provides the energetic driving 

force for the reduction reaction as heat, mitigating the inefficiencies which accompany conversion 

to electrical work as in photovoltaic systems.  Accordingly, the solar thermochemical NH3 

synthesis cycle can be considered a means to chemically store renewable solar energy.  The use of 

stable reaction products based on inexpensive raw materials rather than sensitive and sophisticated 

catalytic materials allows for robust shutdown/startup that is required due to intermittent 

insolation. 

Figure 1.3:  Schematic of a chemical loop for the NH3 thermochemical cycle.  Step 1:  A metal 

nitride reacts with steam to form NH3, a metal oxide, and H2, corresponds with eq (3).  Step 

2:  The metal oxide is reduced at elevated temperature in a dilute reducing agent R/N2 stream 

to form syngas (CO and H2 if R is CH4) and reproduce the nitride.  Combines eqs (2) and 

(4). 
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That H2 is generated either directly from steam or electrolytically rather than from natural 

gas is paramount to the potentially greater sustainability of the solar thermochemical NH3 cycle 

over the HB process.  However, using CH4 (the primary component of natural gas) as the reducing 

agent, R in eq (4) and Figure 1.3, yields syngas (CO and H2) which is a net energy upgrade alone 

over the natural gas consumed by the process.46  Additionally, each reaction (dinitrogen cleavage, 

protonation) can be optimized individually instead of balancing the competing requirements of 

each as is necessary in typical HB heterogeneous catalysis.47  The process conditions, more mild 

than the Haber-Bosch process, may allow for economically viable smaller ammonia production 

facilities with reduced capital cost to operate closer to the end user.  This is vital to encourage 

fertilizer production in many developing countries, where the majority of under-utilized arable 

land exists,48 in order to double crop production by 205016.  Ideally the proposed cycle could be 

incorporated into a process small enough to be operated by a single farmer. 

1.5 Small-Scale Ammonia Synthesis 

Despite the aforementioned drawbacks, the HB process remains the most efficient and 

economically viable means to industrially produce the fixed nitrogen necessary to sustain the 

global population.  Indeed the significant investment in novel nitrogen fixation methods over the 

last century49-51 has failed at dethroning HB from its status as industrial juggernaut.  Instead, new 

routes to NH3 should focus on down-scalable processes in those regions where HB is less 

profitable.17 

Today a new HB NH3 plant requires approximately $300 million in capital investment to 

produce 2000 t NH3 day-1.26  These large facilities and capital costs limit HB to politically stable 

regions with a technically advanced workforce.27  However, it is the developing regions where the 

majority of the under-utilized arable exists on the planet.48  Future proposals for NH3 greenfield 
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processes should target this niche as abundant HB plants present significant economic barriers to 

well-established NH3 markets.17 

Instead operation near atmospheric pressure and accommodation of intermittent renewable 

energy form the foundation for NH3 production at a much smaller scale while requiring 

significantly less capital investment and allowing operation much closer to the end-user.  A 

simplified schematic of the solar concentrator for NH3 synthesis deployed at Kansas State 

University52 is provided in Figure 1.4.  This process may serve to reduce the economic barriers 

into less-established NH3 markets by potentially accommodating more frequent disruptions as 

workforce competency, political stability, and transportation infrastructure are less relevant.   

  

Figure 1.4:  A simplified schematic of the solar concentrator for NH3 synthesis deployed at 

Kansas State University.  Gases are cycled over a solid reactant.  The entire system stands 

approx. 2 m tall and the Fresnel lens has an area of about 1 m2.  It can be operated by a single 

user. 
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Chapter 2 - Thermochemical Synthesis of Ammonia and Syngas 

from Natural Gas at Atmospheric Pressure 

2.1 Abstract 

Ammonia is a vital agricultural input and could be a carbon-free energy vector.  An 

experimental proof-of-concept of a novel thermochemical cycle to produce NH3 and syngas (CO-

H2) at atmospheric pressure from N2, steam, and shale gas (CH4) is demonstrated here:  Mn was 

reacted with N2 forming Mn-nitride, corrosion of Mn-nitride with steam at 500 °C formed MnO 

and NH3, and lastly MnO was reduced at 1150 °C in a 4 vol % CH4 – 96 vol % N2 stream to Mn-

nitride closing the cycle.  Optimum nitridation at 800 °C and 120 min produced a Mn6N2.58-rich 

Mn-nitride mixture containing 8.7 ± 0.9 wt. % nitrogen.  NH3 yield was limited to 0.04 after 120 

min during nitride corrosion but addition of a NaOH promotor improved NH3 yield to 0.54.  

Mn6N2.58 yield was 0.381 ± 0.083 after MnO reduction for 30 min with CO and H2 but no CO2 

detected in the product. 

2.2 Introduction 

About 85% of the annual 176 million metric tons (t) of ammonia (NH3) produced globally 

is consumed as fertilizer for crop production.19,53  However global food production will need to 

double by 2050 to accommodate the expected increase in world population to over 9 billion and 

the rising demand for protein among developing nations.16  In turn, NH3 production will need to 

increase to accommodate the expected fertilizer demand required for additional high-yield crop 

production.4,53  

The Haber-Bosch (H.-B.) process, since its inception in the early twentieth century, has 

driven a significant increase in global food production and decrease in hunger and malnutrition via 

*Reprinted (adapted) with permission from Heidlage, M. G.; Kezar, E. A.; Snow, K. C.; Pfromm, P. H. 

Thermochemical Synthesis of Ammonia and Syngas from Natural Gas at Atmospheric Pressure. Ind. Eng. Chem. 

Res. 2017, 56, 14014-14024.  Copyright 2017 American Chemical Society. 
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synthesis of NH3 from air and water.7  However significant energy input is required as atmospheric 

nitrogen fixation to NH3 is difficult due to the strong triple bond, nonpolar nature, and large 

ionization potential of N2.
54  4-6 kg of the N2-H2 reactant mixture is recycled per kg NH3 produced 

with a maximum NH3 yield of 25% per pass despite temperatures between 400-600 °C, the 

requisite catalyst, and pressures up to 300 bar which drive chemical equilibrium towards NH3 and 

increase the reaction rate.18,20,55  The severe operating conditions require significant capital 

investment and the associated economies of scale demand large facilities producing on the order 

of 1000-1500 t NH3 day-1 or more.22  The process consumes about 2% of the global energy 

budget,24 approximately 28-40 GJ t-1 NH3 in North America,20,22 as natural gas for both combustion 

and H2 generation by steam reforming.   Accordingly the H.-B. process emits about 2.3 t CO2 t
-1 

NH3 produced under the best conditions,22 explicitly linking food production to fossil CO2 

emissions by NH3-based fertilizers. 

Alternative methods at the laboratory stage for NH3 production at mild conditions include 

electrochemical NH3 synthesis36,38,39,56 and liquid-phase synthesis via transition metal coordination 

complexes54,57.  Electrochemical methods require novel electrolytes,38 or have low NH3 yields due 

to poor conductivity,39 and require 3 electrons per NH3 molecule formed.  Approaches utilizing 

coordination complexes have higher yields but typically require a complex and costly external 

reducing equivalent to generate the dinitrogen complex.41,43 

Inorganic avenues to NH3 synthesis have been the subject of investigation for over a 

century.49-51  The H.-B. catalysts simultaneously activate dinitrogen by splitting the N-N triple 

bond, and enable the reaction of N2 with H2 to form NH3.  A different approach would be to first 

activate dinitrogen, and have it react with H2 in a separate step to harvest NH3.  Haber and co-
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workers tested inorganic nitrides for nitrogen activation early on, but discarded the approach since 

their target was conversion of a H2 and N2 mixture to NH3 over a solid contact in one step.58 

Recently, a two-step solar thermochemical cycle for NH3 synthesis at atmospheric pressure 

was proposed.59-62  The cycle begins with endothermic carbothermal reduction of Al2O3 under N2 

to produce CO and aluminum nitride (AlN) at temperatures of 1750-2000 °C.62  The AlN 

subsequently undergoes exothermic hydrolysis at temperatures of 900-1200 °C which produces 

the desired NH3 and recovers the Al2O3 to close the cycle.59-61  The net products, CO and NH3, 

store intermittent solar energy as valuable fuels and chemicals.63-65  However, the temperatures 

required for the endothermic reduction reaction would necessitate exotic and expensive materials 

for large scale industrial reactors.63-65 

Another solar thermochemical cycle has been demonstrated using a Fresnel-lens focusing 

solar radiation on Cr, instead of Al, as the cycled reactant.52  Cr was reacted with N2 at 

approximately 1000 °C to produce Cr2N (85% after 5.6 min) which converted to cubic CrN with 

time.  The nitride then underwent corrosion with steam at 1000 °C which formed Cr2O3 and CrO.  

However, this reaction was characterized by low NH3 yields liberating only 0.15 mol % of the 

lattice nitrogen to form NH3.
52  The cycle was closed by reducing Cr2O3 at 1000-1600 °C under 

CO and H2 to reproduce Cr.  CO and H2 were conceptually to be derived from renewable biomass.  

The molar yield near the surface of the particles was found to be approximately 83%, however 

diffusion in the solid particles (diameter about 44µm) quickly limited further conversion to NH3.
52 

An immediate technical challenge in the development of a thermochemical cycle for NH3 

synthesis is the creation of a cycled reactant which can undergo the successive nitridation, 

corrosion, and reduction reactions with acceptable yields and kinetics at temperatures appropriate 

for industrial solar equipment.47,66  Combining two desired properties into a single composite 
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reactant material made from two elements has been successful in Li-air batteries,67 solar 

thermochemical H2O and CO2 splitting,68-70 and catalysts for NH3 synthesis30.  Thermodynamic 

trends have shown the majority of individual elements either favor carbothermal reduction or 

nitridation and NH3 liberation but not all 3 reactions.66  The 3 elements (V, Ga, and Mo) identified 

as thermodynamically favored for all 3 reactions are unattractive as the elements or the 

corresponding oxides or nitrides exhibit poor kinetics or phase changes at operating 

temperatures.66  Addition of CaO or Ca(OH)2 to Cr-nitride was thought to assist in protonation of 

N to NH3 however this only increased NH3 yield 1.56-fold over Cr-nitride alone.52  The modest 

increase in NH3 yield indicates NH3 formation is limited by diffusion or low N3- concentrations in 

the nitride.52  Furthermore, additional thermodynamic analysis indicates that the choice of metal 

reactant will either favor enthalpy transfer between the exothermic NH3 synthesis reaction and the 

endothermic oxide reduction step, or the reactant will require less chemical reducing agent during 

oxide reduction, but not both.47 

2.3 Theory 

A reaction cycle involving three thermochemical reactions in two process steps (Figure 

2.1) is explored here.  The reaction enthalpies (ΔHrxn, kJ mol-1) and Gibbs free energies (ΔGrxn, kJ 

mol-1) in eqs (5-(8) at the temperatures indicated are calculated from the limited literature data 

available.71,72  The first step, exothermally produces Mn5N2 from Mn and gaseous N2 (eq (5)).  The 

second exothermic step is the corrosion of the nitride with steam producing NH3 and MnO (eq 

(6)).  The endothermic third and final step reduces MnO with CH4 producing CO, H2, and Mn to 

close the cycle (eq (7)).  The overall proposed cycle consumes energy overall as shown in eq (8).  

An energy source is required at the endothermic reduction step, eq (7), which absorbs energy at a 

higher temperature than the exothermic nitridation, eq (5), and NH3 synthesis, eq (6), steps release 
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it.  This energy could be supplied from renewable electricity, solar thermal energy, or even by 

combustion of the produced syngas. 

Choice of Mn as the cycled reactant explored here arose from the thermochemistry of the 

individual reactions, eqs (5-(7) of the NH3 synthesis cycle.  The Gibbs free energies indicate that 

each reaction proceeds spontaneously toward the products at the specified temperatures.  Gibbs 

free energy mapping, considering carbothermal oxide reduction of numerous elements, showed 

that few elements will exhibit an NH3 synthesis cycle in which all reactions proceed spontaneously 

at realistic process temperatures.66  Fortunately the thermochemistry improves when 

methanothermal reduction, eq (7), is considered in place of carbothermal reduction and Mn is the 

cycled reactant (see Gibbs reaction energies of eqs (5-(7)). 

Figure 2.1:  Conceptual scheme for NH3 and syngas (CO and H2) production via a solar 

thermochemical reaction cycle at atmospheric pressure.  Mn5N2 undergoes corrosion with 

steam in step 1 to produce NH3 and MnO.  The latter is recycled in step 2 via reduction with 

CH4 diluted by N2 to produce syngas and reproduce Mn5N2 for reuse in step 1. 
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 Rigorous thermodynamic analysis is inhibited by the lack of quality thermochemical data 

available for Mn-nitrides.  Published thermochemical data appears to be available for only 2 Mn-

nitride compounds, Mn4N and Mn5N2, up to 527 °C and must be extrapolated for the work 

described here.72  Mn5N2 was chosen for thermochemical calculations as the higher N/Mn ratio 

suggests potential for greater NH3 production per mass of Mn. 

A simple analysis of solar and chemical energy inputs and outputs is provided in Figure 

2.2.  Here an idealized and completely reversible process is assumed.  Chemical energies are 

represented using their lower heating values (LHV).73  The syngas coproduct (4.1 t CO t-1 NH3 

and 0.7 t H2 t
-1 NH3) of the solar thermochemical NH3 cycle contains more energy (9.1 GJ t-1 NH3) 

than is provided by natural gas input (2.4 t CH4 t
-1 NH3).  The solar energy input is based on the 

enthalpy required for the endothermic reduction reaction (ΔH, eq (7)) scaled for production of 1 t 

NH3 taken as the basis. 

The natural gas required as a chemical reducing agent supplies 117.6 GJ t-1 NH3 however 

126.7 GJ t-1 NH3 is produced as syngas in addition to the 18.6 GJ of the NH3 itself according to 

Figure 2.2.  The energy upgrade of the syngas coproduct relative to the natural gas input is a benefit 

of the solar process compared to the H.-B. process which converts natural gas into CO2.
19  The 



15 

solar process can be considered to store intermittent solar radiation in the form of syngas and NH3 

products. 

Figure 2.2 is based on an ideal process with several simplifying assumptions.  The energy 

requirements to run the process such as N2 separation from air, input gas conditioning, and exit 

gas separation are neglected. These energies are negligible when compared to the energy required 

for the endothermic reduction step.17  Energy produced in the exothermic reactions, eqs (5 and (6) 

is neglected as the lower reaction temperatures relative to eq (7) limit heat integration.  This 

neglected excess process heat may be used to partially compensate for the energy requirements 

mentioned earlier or converted to electricity.27 

Benefits of NH3 production via the proposed cycle over the conventional H.-B. process 

include: (1) conversion of natural gas (CH4) to valuable syngas, a potential feedstock for methanol 

synthesis or Fischer-Tropsch production of hydrocarbons,74,75 instead of CO2; (2) atmospheric 

Figure 2.2:  Simplified process diagram showing step-up in energy provided in syngas (CO 

and H2) produced over the natural gas input.  LHV is lower heating value of reactants and 

products.  Calculations are based on mass balances and reaction enthalpies, eqs (5-(8) only.  

Solar radiation input is calculated based solely on the energy required for the endothermic 

reduction reaction, eq (7).  Energy required for input and exit gas conditioning and 

separation is neglected.  Heat integration is also neglected.  See published online supporting 

information for detailed calculations and assumptions: 

https://pubs.acs.org/doi/suppl/10.1021/acs.iecr.7b03173 

https://pubs.acs.org/doi/suppl/10.1021/acs.iecr.7b03173
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operating pressure vs. about 200 atmospheres for H.-B.; (3) no sensitive catalysts are used; and (4) 

hydrogen in NH3 is derived directly from water and not fossil carbon sources.  The stoichiometric 

H2/CO molar ratio of 2 produced in the MnO reduction step is convenient for methanol synthesis,74 

but can also be used for Fischer-Tropsch synthesis76 or simply burned to provide process heat.   

An alternative strategy for nitrogen fixation to NH3, which separates the simultaneous 

nitrogen activation and protonation performed on a heterogeneous catalyst in the H.-B. process 

into separate steps at different times, is demonstrated here at the gram scale.  Dinitrogen is 

activated by chemical reaction to a metal nitride at atmospheric pressure instead of classical high-

pressure heterogeneous catalysis.  Renewable energy input via concentrated solar radiation, 

electrical heating, or alternatively via combustion of some of the produced syngas is simulated 

with a laboratory tube furnace to evaluate the properties of Mn pertaining to the individual steps 

of the proposed thermochemical cycle to produce NH3.  The present work contributes toward more 

sustainable NH3 synthesis at ambient pressure with production of useful syngas instead of CO2 

release to the atmosphere. 

2.4 Experimental 

2.4.1 Materials 

All gases were supplied by Matheson Tri-gas in pressurized cylinders.  Pure gases (CH4, 

N2, Ar, He, CO2, and H2) were purchased UHP grade.  Mn metal was obtained as powder from 

Sigma-Aldrich (No. 266132, 99% pure, -325 mesh).  MnO was similarly obtained from Noah 

Technologies (No. 14875, 99.5% pure, -325 mesh).  NaOH pellets (No. S318, certified ACS, 97% 

pure) and NH4Cl powder (No. A661, certified ACS, 99.5% pure) were both obtained from Fisher 

Chemical.  Glassware was cleaned in acetone (Fisher Chemical No. A16P, histological grade) or 

via KOH/ethanol bath.  Both the KOH pellets (No. P2501, certified ACS, 85% pure) and ethanol 
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(No. A405P, histological grade) were purchased from Fisher Chemical.  H2O was deionized 

(Direct-Q 3UV, Millipore) before use as a reactant.  Serial dilution of an NH3 stock solution (Aqua 

Solutions, No. 0374-1L, 2500 ppm NH3 in H2O) was used for direct calibration of an NH3 ion-

selective electrode (NH3 ISE, described below) for NH3 determination.  Dräger gas detection tubes 

(Drägerwerk AG & Co. KGaA, Germany, No. 8101941 for 5-100 ppm NH3, No. CH25601 for 5-

700 ppm CO, and No. CH29901 for 0.1-7 vol % CO) and the Dräger Accuro pump kit (Drägerwerk 

AG & Co. KGaA, Germany, No. 4053473) were used to quantify NH3 in corrosion reaction gas-

phase products as well as CO produced in reduction experiments.  The uncertainty associated with 

use of Dräger tubes to quantify gas concentrations is estimated at ± 10% of the measured value. 

2.4.2 Process Equipment 

A tube furnace system (Figure 2.3) was used to achieve the temperatures and energy input 

for eqs (5-(8) discussed above.  The solid powder reactant (Mn, Mn-nitride, and MnO) was 

Figure 2.3:  Experimental setup for use in nitridation, corrosion, and reduction reactions: a) 

CH4 cylinder, b) Ar cylinder, c) N2 cylinder, d) flashback arrestor, e) variable area flowmeter 

with metering valve, f) redundant variable area flowmeter without valve, g) thermocouple, 

h) liquid DI H2O, i) heating mantle for steam generation, j) balance, k) electric tube furnace, 

l) variable transformer, m) quartz boat with solid reactant, n) aqueous NaOH solution (pH 

> 11) in ice bath, o) stir plate, p) NH3 ISE, q) Dräger NH3 gas detection tube, r) gas purge to 

vent hood, s) 500 L gas collection bag, v) 3-way ball valves. 
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contained in a quartz boat (custom, in-house, 16mm ID, 80 mm length) occasionally lined with 

stainless steel foil (QuickShipMetals.com, 304 stainless steel, 0.002 in. thick, No. SF-1-6-60) 

during the corrosion step as a barrier between NaOH and the quartz boat inside the tube furnace 

(custom quartz tube, Technical Glass Products, 60 mm ID, 1.22 m length, Lindberg/Blue furnace 

and controller Nos. HTF544347C and CC58434C respectively).  Pressurized gas cylinders were 

connected to a manifold allowing each gas to be individually and manually controlled by variable 

area flowmeters with attached metering valves (for N2, Cole-Parmer No. EW-03229-27, for Ar 

and CH4 Aalborg Nos. PMR1-012753 and PMR1-015787 respectively).  The total flow (after gas 

mixing) was measured redundantly by a fourth variable area flowmeter (OMEGA No. FL-2013-

NV).  Steam generation was achieved by heating mantle (Glas-Col No. 0-410, 2000 mL) which 

was manually controlled (Powerstat Variable Autotransformer No. PN116B) and placed on top of 

a balance (LW Measurements, No. HRB-10001, 10 kg maximum, 0.1g accuracy) to measure the 

mass loss of steam sent to the furnace.  The effluent stream from the corrosion step was routed 

through aqueous NaOH as a liquid absorbent (pH > 11) in a stirred ice bath (ThermoScientific, 

No. S130815) for real-time NH3 detection.  The entire absorbent apparatus was set on a balance 

(LW Measurements, No. HRB-10001, 10 kg maximum, 0.1 g accuracy) to attain a steam balance 

and measure incoming product and surplus reactant accumulation with each data point.  The 

effluent stream for the reduction reaction was directed to a 500 L gas collection bag (CEL 

Scientific, Kynar, 3 mil) for characterization and quantification of gas products after each MnO 

reduction experiment.  Solid reactants and products were weighed using a laboratory balance 

(A&D, No. GR-120, 120 g maximum, 0.1 mg accuracy). 
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2.4.3 Manganese Nitridation 

Mn nitridation experiments were performed according to Figure 2.3.  Mn (3.0 ± 0.1 g) was 

loaded into a quartz boat and preheated in a drying oven at 105-130 °C in air for 30 min to remove 

adsorbed water on the surface.  The boat was then transferred to the tubular furnace, and a N2 purge 

flow of 2.0 ± 0.1 L(STP) min-1 (𝑃𝑁2 = 1) was established for 30 min.  The solid reactant was then 

heated from room temperature to the reaction temperature, which varied by experiment between 

600 and 1000 °C, and held for reaction times varying between 30 and 240 min.  The furnace heaters 

were then turned off and the furnace was opened for cooling by external forced air convection and 

by increasing the N2 flow rate to 4.0 ± 0.1 L(STP) min-1 to expedite sample cooling within the 

furnace for 15 min to near room temperature.  The solid Mn-nitride product possessing the 

maximum fixed nitrogen content was used as the reactant for the subsequent NH3 synthesis step. 

2.4.4 Manganese Nitride Corrosion, Ammonia Harvest 

NH3 synthesis experiments were performed according to Figure 2.3 where the Mn-nitride 

reactant was the product from the previous nitridation step which possessed the maximum fixed 

nitrogen content.  2.0 ± 0.1 g Mn-nitride, synthesized during the nitridation step, was loaded into 

a quartz boat and placed in the reaction furnace.  1500 ± 20 mL of H2O was brought to a rolling 

boil then power was reduced to achieve the desired constant flow of 1.2 ± 0.2 g H2O(g) min-1 

(𝑃𝐻2𝑂 = 1).  While the steam was vented using a three-way valve, the furnace with the boat 

containing the Mn-nitride was purged with Ar (1.9 ± 0.2 L(STP) min-1 for 30 min at room 

temperature, 𝑃𝐴𝑟 = 1) to evacuate air.  The furnace was then heated to 500 ± 5 °C while 

maintaining Ar flow.  The total heating time was approximately 9 min.  Once the reaction 

temperature was reached, the Ar stream was replaced by steam at 1.2 ± 0.2 g H2O(g) min-1 (𝑃𝐻2𝑂 =

1).  The effluent vapor stream was condensed in an aqueous basic absorbent (NaOH in H2O, pH > 
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11) maintained at 0 °C in an ice bath for NH3 detection via NH3 ISE.  The cool down procedure 

was similar to that of the nitridation step described above, however Ar flow at 4.1 ± 0.2 L(STP) min-

1 (𝑃𝐴𝑟 = 1) was used as the purge gas instead of N2.  The solid product was removed for analysis 

and storage after the furnace was allowed to cool. 

To overcome limited NH3 yields,77 the Mn-nitride was mixed with NaOH in a 1:1 molar 

ratio of NaOH:NNitride to test if the addition of the Na cation facilitates NH3 liberation.  Samples 

were prepared by loading the quartz boat, now lined with stainless steel foil, with 2.0 ± 0.1 g of 

the Mn-nitride mixed with crushed NaOH in a 1:1 molar ratio NaOH:NNitride (typically ~0.4 g 

NaOH).  The Na-promoted corrosion experiments were then performed similarly as those 

described without NaOH. 

2.4.5 Manganese Oxide Reduction 

Oxide reduction experiments were conducted using a 4 vol % CH4 – 96 vol % N2 input 

stream (𝑃𝐶𝐻4 = 0.04, 𝑃𝑁2 = 0.96) while following a procedure similar to the previous steps of the 

cycle. Diluting CH4 with N2 is advantageous as it accomplishes the reduction and nitridation 

reactions, eqs (7) and (4) respectively, in a single process step (Figure 2.1). 

Oxide reduction experiments were performed according to Figure 2.3.  CH4 was used as 

the reducing agent and was diluted to 4 vol % CH4 – 96 vol % N2 (𝑃𝐶𝐻4 = 0.04, 𝑃𝑁2 = 0.96) to 

produce the reactant gas mixture by combining the two gases in the manifold as shown in Figure 

2.3 using variable area flowmeters with metering valves.  2.0 ± 0.1 g MnO, as purchased, was 

loaded into a quartz boat and preheated for 30 min in air in a drying oven at 105-130 °C to desorb 

any water on the surface.  The boat with MnO was then transferred to the tubular furnace where 

the reducing gas purge flow was established for 30 min.  The CH4 and N2 flowrates were 79.7 ± 

8.6 mL(STP) min-1 and 1.9 ± 0.1 L(STP) min-1 respectively.  The furnace was then heated, while 
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reactant gas flow was maintained, to a reaction temperature of 1150 °C.  The total heating time 

was approximately 30 min and the furnace was held at 1150 °C for an additional 30 min after 

heating.  Rapid cool down of the reactor was achieved by turning off the furnace, halting the CH4 

flow (𝑃𝐶𝐻4 = 0), increasing the N2 flow to 5.2 ± 0.1 L(STP) min-1 (𝑃𝑁2 = 1), and following the same 

cool down procedure used in the nitridation step.  The sample was removed and all gas flows 

stopped after 15 min of cooldown time.  The effluent gas stream from the furnace was collected in 

a 500 L gas bag for analysis. 

2.4.6 Solid State Analysis 

Powder X-ray diffraction (XRD) using a Miniflex II diffractometer (Cu-target, 30 kV/15 

mA output, 10-100 °2θ range, 0.5 °2θ/min scan speed, 0.02 data points/°2θ, continuous mode, 

Rigaku) was used for the bulk of the quantitative solid identification and analysis (PDXL software 

version 1.6.0.0, Rigaku) in combination with pre- and post-experiment solid masses.  Phase 

identification was accomplished by comparison with the International Centre for Diffraction 

Data78 (ICDD) PDF-2 database.  All solid samples were stored in vials at room temperature under 

N2 or Ar atmosphere. 

2.4.7 Ammonia Detection 

The NH3 absorbed was detected by an ion-selective electrode (NH3 ISE, Thermo Scientific 

Orion, No. 9512BNWP, 95% response in ≤ 1 min) and digital pH meter (OMEGA, No. PHB-62, 

in mV mode) in real time with negligible detection lag.  The effluent stream in the corrosion step, 

containing NH3(g) and excess H2O(g), was routed through an aqueous NaOH absorbent (pH > 11) 

chilled to 0 °C in an ice bath (Figure 2.3).  Prior to each experiment the NH3 ISE was calibrated 

directly by serial dilution of a 2500 ppm NH3 in H2O stock solution.  The amount of NH3 recovered 

was determined by the NH3 concentration detected by the ISE and the accumulated mass of the 
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absorbent.  The final concentration of absorbed NH3 was verified by colorimetric assay (API® 

Aquarium NH3 Test Kit) tested on a diluted sample of expected NH3 concentration.  Vapor phase 

NH3 detection was measured via a Dräger gas detection tube operated using an Accuro pump kit 

for repeatable measurements.  The accuracy of gas detection via Dräger tubes is estimated at ± 

10% of the measured value. 

2.4.8 Gas Detection 

All effluent vapors from MnO reduction experiments were captured in a 500 L gas bag for 

post-experiment analysis.  H2, CO2, and remaining CH4 were analyzed by gas chromatography 

(GC, Hewlett Packard, No. 6890, split/splitless, dual channel TCD/FID, controlled by 

Environmental ChemStation vD.03.00.611).  The H2 and CO2 were tested via thermal conductivity 

detector (TCD, Varian Molsieve 5Å column No. CP 7534) while the CH4 was tested via flame 

ionization detector (FID, J&W GS-GasPro column, No. 113-4332).  Ar was used as the GC carrier 

gas for the convenience of a lower thermal conductivity relative to the thermal conductivities of 

the expected product gases.73,79  This simplified peak integration.  The H2 peak sensitivity of the 

TCD was largely improved due to the advantageous thermal conductivity difference between Ar 

and H2.
73,79  CO was measured using Dräger gas detection tubes as previously discussed. 

2.4.9 Particle Bed Characterization 

Table 2.1 shows the characterization of the solid powder beds, both before and after each 

reaction. N2 physical adsorption was employed (Quantachrome Autosorb-1 controlled by AS1Win 

v1.55-B software) for surface characterization.  All samples were degassed at 200 °C and 10-7 atm 

for greater than 5 hours before analysis.  The specific surface area of each sample was calculated 

by the BET method80 (11 points, 0.05 ≤ P/P0 ≤ 0.30).81  Bulk phase information was identified 

using XRD as previously discussed.  Maximum particle size was either specified by the 
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manufacturer or evaluated using a 3 in. diameter sieve set using standard screens 60 – 400 mesh 

(Cole-Parmer No. EW-59987). 

2.5 Results and Discussion 

2.5.1 Manganese Nitridation 

The optimum condition to immobilize 8.7 ± 0.9 wt. % N in Mn at 1 atm (𝑃𝑁2 = 1) mainly 

as Mn6N2.58 was 120 min at 800 °C (particle size about 44 μm).  This time can likely be 

significantly reduced to the order of tens of minutes by reducing the particle size, or even to 

minutes or seconds using nanoscale particles since nitrogen diffusion through solid Mn and the 

nitride product shell likely limit nitridation.82 

Table 2.1:  Characterization of solid reactant and product particle beds. 

 a,bMn 
cMn4N 

(Mn6N2.58) 

dMn6N2.58 

(Mn4N)  

eMnO 

(α-NaMnO2) 

fMnO 

(MnxNy) 
a,gMnO 

hMnO 

(Mn6N2.58) 

Space Group I-43m 
Pm-3m 

(P6322) 

P6322 

(Pm-3m) 

Fm-3m 

(C2/m) 
iFm-3m Fm-3m 

Fm-3m 

(P6322) 

Max Particle 

Size (µm)j 45 45 45 45 45 45 45 

BET Surface 

Area (m2 g-1) 
0.966 1.086 0.446 2.347 0.667 2.743 6.805 

Particle Bed 

Thickness (mm)k 
1.0 -- 1.4 -- -- 1.0 -- 

Particle Bed 

Surface (cm2)l 
11.6 11.6 11.6 11.6 11.6 11.6 11.6 

Superscripts as follows:  a) as purchased, b) reactant for Mn-nitridation reactions, c) product of Mn-

nitridation at 700 °C for 60 min, d) product of Mn-nitridation at 800 °C for 120 min and reactant 

for NH3 harvest reaction (values do not include addition of NaOH promotor), e) product of NH3 

harvest reaction with NaOH promotor, f) product of NH3 harvest reaction without promotor (several 

Mn-nitride stoichiometries are represented by MnxNy), g) reactant for MnO reduction reaction, h) 

product of MnO reduction reaction, i) refers to primary component of mixture only, j) after grinding 

with mortar and pestle, k) applies to reactants only, uncertainty estimated at ± 0.3mm via error 

propagation, l) uncertainty estimated at ± 1.0 cm2 via error propagation. 
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Figure 2.4 and Figure 2.5 show the results for Mn nitridation experiments (1 atm N2, 600-

1000 °C, according to the procedure in Figure 2.3).  At 600 °C nitrogen fixation appears to be 

kinetically limited as 32.3 ± 7.5 wt. % of the Mn remains unconverted after 2 hours.  Mn 

conversion significantly improves after increasing the temperature to 700 °C where only 8.1 ± 7.5 

wt. % of the Mn remains after 30 min and Mn4N (N/Mn ratio of 0.25) is the only nitride product.  

At 700 °C and 1 hour the remaining Mn is converted to Mn4N however Mn6N2.58 (N/Mn ratio of 

0.43) exists as a minor product.  An additional hour at 700 °C increases the Mn6N2.58 fraction by a 

factor greater than 13, decreases the fraction of Mn4N, and further confirms that Mn6N2.58, having 

the larger N/Mn ratio, is the product of nitridation of Mn4N and not a direct product of Mn 

nitridation.83  The Mn4N and hexagonal Mn6N2.58 phases reported here are consistent with the Mn- 

Figure 2.4:  Nitrogen content of solid products from nitridation reactions performed at 1 

atm N2.  Error bars are from error propagation. 
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N phase diagram where Mn6N2.58 is the anticipated product from further nitridation of Mn4N.84  

This behavior is similar to that of other interstitial nitride transformations such as Cr2N to CrN.52  

Mn6N2.58, with the higher N/Mn ratio, becomes the major product after 2 hours at 800 °C. This 

yields the maximum fixed nitrogen at this temperature.  Above 800 °C fixed nitrogen yields 

decrease even as residence times increase. 

Figure 2.6 shows the XRD spectra for the reaction products at 800 °C for 120 min, 700 °C 

for 60 min, and the reactant Mn as purchased.  The post-reaction spectra both show mixtures of 

Mn4N, Mn6N2.58, as well as MnO (likely from residual O2 remaining in the reactor after the initial 

gas purge).  The product after 60 min at 700 °C is a nitride mixture rich in Mn4N (90.8 ± 7.5 wt.% 

Mn4N) while the product after 120 min at 800 °C is a nitride mixture rich in Mn6N2.58 (82.1 ± 7.5 

wt.% Mn6N2.58).  Mn6N2.58 is the preferable stoichiometry as the N/Mn ratio is 1.72 times larger 

than that for Mn4N.  Unfortunately, Mn6N2.58 is not detected at any temperature without at least 

some Mn4N.  Maximum nitrogen fixation of 8.7 ± 0.9 wt. % N occurs at 800 °C and 120 min 

 
Figure 2.5:  Nitride product yields detected by XRD after nitridation experiments 

performed at 1 atm N2.  Uncertainty is estimated at ± 0.075 for each phase. 
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where both Mn6N2.58 and Mn4N stoichiometries are observed.  Pure Mn6N2.58 would correspond to 

9.9 wt. % nitrogen.  The harvesting of NH3 from the Mn-nitride will be described below. 

2.5.2 Manganese Nitride Corrosion, Ammonia Harvest 

NH3 liberation from Mn-nitride corrosion with steam was found to be significantly 

improved by addition of NaOH as a promotor.  The definitions of conversion and yield used can 

be found in the literature.85  At 500 °C and 1 atm steam (𝑃𝐻2𝑂 = 1), NH3 yield from the Mn-nitride 

alone is limited to 0.04 after 120 min.  Addition of NaOH to the nitride reactant increased NH3 

yield to 0.54 over the same time.  The Na cation is thought to act as an electronic promotor to 

balance the competing requirements of the successive redox reactions undergone by the solid Mn 

Figure 2.6:  Selected XRD spectra relating to Mn nitridation:  a) product from reaction at 

800 °C for 120 min; b) product from 700 °C at 60 min; and c) Mn reactant as purchased.  

The major peaks of each spectrum are:  (●) Mn6N2.58 (ICDD PDF No. 01-071-0200), (▲) 

Mn4N (ICDD PDF No. 01-089-4804), (■) MnO (ICDD PDF No. 01-078-0424), (♦) Mn (ICDD 

PDF No. 00-032-0637). 
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reactant to produce the desired products under technically feasible and economically favorable 

conditions.77 

Mn-nitride was prepared at 800 °C for 120 min (above).  The Mn6N2.58-rich nitride mixture 

was then reacted with steam at 500 °C to produce NH3 according to Figure 2.3.  The Na-promoted 

nitride reactant was obtained by mixing ground NaOH with the Mn6N2.58-rich nitride mixture in a 

1:1 molar ratio NaOH:NNitride prior to the corrosion reaction.  The results are shown in Figure 2.7. 

Thermochemical data suggests the reaction between steam and Mn5N2 may liberate 

nitrogen as NH3 below temperatures of 180 °C.71,72  Unfortunately NH3 formation is limited by 

very slow kinetics at this temperature, while above 180 °C the NH3 decomposition products N2 

and H2 become thermodynamically preferred.  However the results from Figure 2.7 confirm NH3 

is metastable above 180 °C and can be recovered.60  Equilibrium thermodynamic calculations are 

based on closed systems and infinite time scales.86  However the open flow reactor described by 

Figure 2.7:  NH3 synthesis via steam corrosion of Mn-nitride:  (□) with addition of NaOH 

promotor and (○) without NaOH promotor. 
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Figure 2.3, in which NH3 is removed and cooled shortly after formation, stabilized the NH3 product 

before decomposition. 

The Na-promoted Mn-nitride increased the NH3 yield to 0.54 in 120 min over 0.04 for the 

native Mn-nitride.  The Na is hypothesized to act as an electronic promotor similar to the K-

promoted Fe catalyst employed by the H.-B. process.  That is, addition of Na may function to 

weaken the Mn-N forces allowing more nitrogen liberation to NH3.
77  Indeed Figure 2.7 shows the 

case of Na-promoted NH3 synthesis increased the NH3 yield by a factor of 13.5 at 120 min over 

the case of NH3 synthesis from the Mn-nitride alone.  It is important to point out that the NaOH 

only provides enough hydrogen to stoichiometrically achieve an NH3 yield of 0.33 since it is 

 
Figure 2.8:  XRD spectra of the solid products from Mn-nitride corrosion with steam at 

500 °C:  a) with NaOH promotor added in 1:1 molar ratio NaOH:NNitride and 360 min 

reaction time and b) without NaOH promotor after 140 min reaction time. The major 

peaks in each spectrum are:  (●) MnO (ICDD PDF No. 01-078-0424), (■) α-NaMnO2 

(ICDD PDF No. 01-072-0830), (▲) Mn2N (ICDD PDF No. 01-074-6805), (♦) Mn3N2 (ICDD 

PDF No. 01-074-8391), and (○) Mn6N2.58 (ICDD PDF No. 00-031-0824). 
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supplied in a 1:1 molar ratio of NaOH:NNitride.  This shows that NaOH is not providing an 

alternative hydrogen source but is instead altering the nature of the solid reactant. 

Figure 2.8 shows the XRD spectra of the solid products for the NH3 synthesis reaction at 

500 °C from both the Na-promoted and native Mn-nitride cases.  The Na-promoted Mn-nitride 

reactant, shown after 360 min reaction time, appears to completely convert as no nitrogen is 

detected in the final product composition.  Here the primary components are identified as MnO 

and α-NaMnO2.  The native Mn-nitride reactant, shown after 140 min reaction time, still shows 

nitrogen remaining in the solid lattice.  The main product is also MnO, however the Mn-nitride 

has partially rearranged to form Mn3N2 and Mn2N, while Mn6N2.58 is also detected. 

 Adding ground NaOH as an electronic promotor to the Mn-nitride for reaction with 

steam for NH3 synthesis at 500 °C increased NH3 yield by a factor of 13.5 compared to absence of 

the promotor, over 120 min.  The addition of NaOH does not supply enough hydrogen to balance 

the increased NH3 yields yet allows more complete harvest of NH3.  Recycling of the MnO product, 

necessary to complete the cycle, will be described next. 

2.5.3 Manganese Oxide Reduction 

Conversion of MnO, as purchased, was 0.371 ± 0.072 and the yield of Mn6N2.58 was 0.381 

± 0.083 when a 4 vol % CH4 – 96 vol % N2 (𝑃𝐶𝐻4 = 0.04, 𝑃𝑁2 = 0.96) gas stream at atmospheric 

pressure (𝑃𝑇𝑜𝑡𝑎𝑙 = 1 𝑎𝑡𝑚) was contacted with MnO at 1150 °C for 30 min according to Figure 

2.3.  Within limits of detectability, the product gases consisted only of CO, H2, and unreacted CH4.  

CO2 was not detected in the product stream. 

 Reducing or recycling MnO to remake Mn (or Mn-nitride), ideally with a gaseous 

reducing reactant,52 is necessary to close the nitride-based NH3 synthesis cycle.66  However MnO 

reduction by CH4 to Mn is not trivial.  Thermochemistry predicts that MnO reduction by CH4 
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becomes spontaneous around 1059 °C, while reduction by H2 requires significantly higher 

temperatures.71  Meanwhile CH4 decomposition becomes spontaneous above 530 °C71 and the 

reaction between amorphous carbon and MnO can yield Mn7C3 above 928 °C71,87.  Undesirable 

carbide formation has shown to be  a significant problem as the equilibrium constant, for the Mn7C3 

product is 114 and 1075 at 1100 °C and 1200 °C respectively,87 strongly favoring carbide 

formation and inhibiting Mn recovery.  Precise control over the reaction temperature, gas flow 

rates and concentrations is paramount in controlling the unwanted side reactions. 

Figure 2.9 shows the XRD spectra for the reduction product mixture of Mn6N2.58 and 

unreacted MnO, together with the original MnO reactant as purchased.  Here it appears the MnO 

is initially reduced by the CH4 in the gas stream to form Mn which then reacts with the N2 to form 

Mn6N2.58.  The benefit is that the reduction and nitridation reactions are performed simultaneously 

 
Figure 2.9:  XRD spectra of a) product mixture from MnO reduction by contact with a 4 

vol % CH4 – 96 vol % N2 stream (PCH4 = 0.04, PN2 = 0.96) for 30 min at 1150 °C, and b) 

MnO reactant as purchased.  The major peaks are:  (●) MnO (ICDD PDF No. 01-078-

0424) and (■) Mn6N2.58 (ICDD PDF No. 01-071-0200). 
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during the same process step (Figure 2.1).  The total MnO conversion during the 30 min reaction 

was 0.371 ± 0.072 and the Mn6N2.58 yield was 0.381 ± 0.083.  Stopping the reaction after only 30 

min prevented the development of the undesired product Mn7C3 which occurs due to MnO reaction 

with amorphous carbon deposited from CH4 decomposition.  The thermodynamically predicted 

product gases, CO and H2, are confirmed.  The detected syngas was 29.9 ± 6.0 mol H2 mol-1 CO.  

The additional H2 arises as the product of the undesired CH4 decomposition reaction before contact 

with MnO.  CO2 was not detected within the product stream. 

Reducing MnO using a 4 vol % CH4 – 96 vol % N2 (𝑃𝐶𝐻4 = 0.04, 𝑃𝑁2 = 0.96) reactant gas 

stream does yield 0.381 ± 0.082 Mn6N2.58 at 1150 °C if reaction time is limited.  The amorphous 

carbon product from CH4 decomposition leads to the formation of undesirable Mn7C3 as a product.  

Further reducing the input CH4 partial pressure, increasing the gas flow rate (decreasing CH4 

residence time in the reactor), and optimizing temperature may reduce carbide formation (by 

reducing amorphous carbon deposition from CH4 decomposition) and improve Mn6N2.58 yield.  It 

may also be possible to improve nitride selectivity over carbide by co-feeding H2 and/or CO2 with 

the reducing gas stream.  The presence of H2 will shift the equilibrium of the CH4 decomposition 

reaction toward CH4 and away from the solid carbon product, according to Le Châtelier’s 

principle,28 thereby limiting Mn-carbide formation.  Co-fed CO2 may react with any solid carbon 

from CH4 decomposition in the reverse Boudouard reaction yielding more CO.  The reverse 

Boudouard reaction becomes spontaneous above 707 °C.71    The syngas product represents a step 

up in lower heating value, over the natural gas input, of 9.1 GJ t-1 NH3 produced.73  It can 

potentially be used for Fischer-Tropsch, methanol synthesis, or simply burned as a source of 

process heat. 
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2.6 Conclusion 

The cycled reactant necessary for sustainable NH3 production via a solar thermochemical 

reaction cycle as proposed here will likely consist of two or more chemical elements to effectively 

balance the competing requirements of the nitridation, corrosion, and reduction reactions. 

Mn was shown to readily fix nitrogen at atmospheric pressure (𝑃𝑁2 = 1) with complete 

conversion occurring within 120 min between 700 and 1000 °C.  After 1 hour at 700 °C all Mn 

was converted to Mn4N with a small amount of Mn6N2.58 detected.  The maximum amount of fixed 

nitrogen occurred (8.7 ± 0.9 wt. %) after 120 min at 800 °C where Mn6N2.58 was the dominant 

product and a small amount of Mn4N remained.  Further increasing reaction temperature or time 

did not increase fixed nitrogen yields. 

NH3 yield from steam corrosion of a Mn6N2.58-rich nitride mixture at 500 °C and 

atmospheric pressure (𝑃𝐻2𝑂 = 1) was limited to 0.04 after 120 min.  Adding NaOH in a 1:1 molar 

ratio NaOH:NNitride to the Mn6N2.58-rich nitride sample improved NH3 yield to 0.54 under the same 

conditions.  The Na is thought to function as an electronic promotor similar to H.-B. process 

catalysts by weakening the Mn-N forces and allowing more nitrogen liberation to NH3. 

Reduction of MnO to Mn6N2.58 was achieved using a 4 vol % CH4 – 96 vol % N2 (𝑃𝐶𝐻4 =

0.04, 𝑃𝑁2 = 0.96) stream.  After 30 min at 1150 °C MnO conversion was 0.371 ± 0.072 and 

Mn6N2.58 yield was 0.381 ± 0.083.  The thermodynamically predicted syngas coproduct was 

detected at a molar ratio of 29.9 ± 6.0 mol H2 mol-1 CO.  2 mol H2 mol-1 CO is the 

stoichiometrically predicted ratio of syngas components.  The excess H2 is from the undesired CH4 

decomposition reaction.  Mn7C3 was observed due to unwanted CH4 decomposition followed by 

reaction of MnO with the solid carbon.  Careful control over all reaction parameters was necessary 

to limit these unwanted side reactions.  CO2 was not detected in the product stream. 
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The syngas coproduct represents a step-up of 9.1 GJ t-1 NH3 over the natural gas input 

based on the lower heating value of each gas.  This energy upgrade represents a benefit of the 

thermochemical process compared to the H.-B. process which converts natural gas into worthless 

CO2.  The solar process can then be considered to store intermittent solar radiation in the form of 

chemical energy.  Assuming 1000 kg Mn used in a cyclical process (nitridation – NH3 harvest – 

oxide reduction – nitridation) one could perhaps estimate to convert on the order of several hundred 

to a few thousand kg of nitrogen per day and per ton of Mn to NH3.  Smaller particles, perhaps in 

a packed bed configuration or distributed on a porous support, can likely shorten the required time 

significantly due to the increased solid surface area available to reactant gases per mass of Mn and 

the strong dependence of diffusion-based “loading” of the manganese with nitrogen atoms on 

particle size.  Nitride-based synthesis of NH3 at atmospheric pressure shows promise, converting 

renewable solar energy into NH3 for fertilizer as well as syngas for fuels or chemicals. 
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Chapter 3 - The Kinetics of Manganese Nitridation at Atmospheric 

Pressure 

 3.1 Introduction 

Fundamental to any ammonia (NH3) synthesis cycle is the fixation of nitrogen to the cycled 

metal reactant, in this case Mn.  It is the necessary first step.  The goal in nitridation for NH3 

synthesis is to load the metal reactant with as much nitrogen as possible.  This nitrogen can, in 

turn, be protonated to NH3 in the next step of the cycle.  Right away it is clear the efficacy of an 

NH3 synthesis cycle will require a cycled reactant which can readily fix nitrogen.  Clearly any 

nitrogen which fails to load into the metal, eq (2), will be unavailable to hydrogen and will not 

convert to NH3 in the subsequent step, eq (3). 

3.1.1 The Manganese-Nitrogen System 

The thermodynamic behavior of the Mn-N phase diagram has been studied for decades yet 

remains unsettled.88  Furthermore, 

even less is known about many of 

the individual Mn-N phases84 – of 

which there are dozens.88,89  

Thermochemical data is only 

available for 2 manganese nitrides, 

Mn4N and Mn5N2.
71,72  

Figure 3.1 shows the 

calculated (based on the limited 

thermochemical data) equilibrium 

molar composition upon input of 10 

 

Figure 3.1:  Equilibrium molar calculations 

illustrating the lack of quality thermochemical data 

for the Mn-N system.  Composition based on 10 mol 

Mn and 4 mol N2 input into a closed system. 
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mol Mn and 4 mol N2 into a closed system.90  Mn5N2 is yielded at all temperatures below 400 °C, 

while Mn4N is the product at all temperatures above.  Figure 3.1 represents the problem with the 

thermochemical analysis of the Mn-N system.  For example the sudden switch in stoichiometry at 

400 °C is likely unrealistic and it doesn’t mention the other stoichiometries observed such as 

Mn6N2.58.  Any further evaluation of Mn as a reactant in thermochemical NH3 synthesis will require 

trial and error. 

 3.2 Experimental Section 

 3.2.1 Materials 

Mn metal powders were purchased from Sigma Aldrich (No. 266132, 99% pure, -325 

mesh), Alfa Aesar (45098, 99.6% pure, APS < 10 μm), and Acros Organics (AC317442500, 99+%, 

-40 mesh).  These Mn powders correspond to approximately 44, 10, and 420 μm respectively.  

MnO (No. 14875, 99.5% pure, -325 mesh) was purchased from Noah Technologies.  UHP-grade 

N2 was supplied in pressurized cylinders by Matheson Tri-Gas, Inc.  Glassware, custom 

quartzware, and alumina combustion boats (described below) were cleaned with Micro-90 

cleaning solution (Cole-Parmer No. EW-18100-04), acetone (Fisher Chemical, No. A16P, 

histological grade), ethanol (Fisher Chemical No. A405P, histological grade), KOH (Fisher 

Chemical No. P2501, certified ACS, 85% pure) in ethanol bath, and/or 0.1M HCl (Fisher Chemical 

No. A144, certified ACS Plus) solution. 

 3.2.2 Process Equipment 

The experimental equipment used for the nitriding of Mn powder is shown in Figure 3.2.  

N2, controlled manually via variable area flowmeter with attached metering valve (Cole-Parmer 

No. EW-03229-27), was conditioned with a high-capacity O2/H2O trap (Restek No. 20600) before 

delivery to an electric tube furnace (Lindberg/Blue Nos. HTF54434C and CC58434C for the 



36 

furnace and controller respectively; clear quartz tube, 50 mm OD, 1.22 m length, Technical Glass 

Products; capped by vacuum fittings, A&N Corp. Nos. 1000022 and 4000198) . 

The Mn reactant was confined to a quartz (custom, in-house, 16 mm ID, 80 mm length) or 

alumina combustion boat (CoorsTek No. 65566, AD-998 high-alumina, 20 mL capacity) 

periodically lined with Cu (Alfa Aesar No. 46986, annealed, uncoated, 0.001 in thick) or stainless 

steel (QuickShipMetals.com No. SF-1-6-60, 304 stainless steel, 0.002 in. thick) foils.  A laboratory 

balance (A&D, No. GR-120, 120 g maximum, 0.1 mg accuracy) was used to weigh solid reactants 

and products. 

 3.2.3 Manganese Nitridation 

The Mn reactant (3.0 ± 0.1 g) was preheated in a drying oven (Tsp = 115 ± 10 °C) for 30 

min to desorb any surface H2O prior to placement into the tube furnace.  After insertion of Mn, the 

tube furnace was purged with 2.0 ± 0.1 L(STP) min-1 of N2 (PN2 = 1) for 30 min to remove 

atmospheric O2.  The furnace was then heated to the reaction temperature which varied by 

experiment between 600 and 800 °C.  The furnace was then held at temperature for the reaction 

time varying between 5 and 240 min by experiment.  The furnace was then halted, opened, and 

Figure 3.2:  Experimental setup for use in the Mn-nitridation reaction: a) N2 cylinder, b) 

rotameter with metering valve, c) high capacity O2/H2O trap, d) thermocouple, e) electric 

tube furnace, f) quartz or alumina combustion boat with Mn reactant, g) gas purge to fume 

hood. 
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cooled via forced air convection.  Additionally the N2 flow rate was doubled to 4.0 ± 0.1 L(STP) 

min-1 for at least 15 min to assist in rapid cooldown to room temperature for analysis. 

 3.2.4 Solid State Analysis 

Quantitative solid product phase identification was accomplished via powder x-ray 

diffraction (XRD) using a Miniflex II x-ray diffractometer (Rigaku, Cu-target, 30 kV/15 mA 

output, 10 - 100° 2θ range for the other 2 Mn reactants, 0.5 ° 2θ min-1 scan speed, continuous 

mode) combined with solid masses before and after each experiment.   Solid phase identification 

was achieved via comparison of experimental spectra with the Powder Diffraction File (PDF-2) 

database of the International Centre for Diffraction Data (ICDD).78  Solid samples were stored 

under N2 at room temperature. 

3.3 Results and Discussion 

3.3.1 Nitrogen Fixation to Manganese 

Figure 3.3 shows the chemical conversion and nitrogen weight gain for Manganese at 600, 

700, and 800 °C for the 10, 44, and 420 μm Mn reactant particles.  The data confirms the Mn-N 

phase diagram where equilibrium nitrogen fixation decreases with increasing temperature.89  Yet 

rate of nitrogen fixation increases with both increasing temperature and decreasing particle size.  

The known reaction pathway for Mn nitridation at atmospheric pressure is shown in eq (9).  From 

the Mn-N phase diagram,84 as well as previous experimentation,46,83 it is expected that ζ-Mn6N2.58 

is formed by further reaction of ε-Mn4N with N2.  The nitride yield (either Mn4N or Mn6N2.58), 

YNitride, and Manganese conversion, XMn, are determined by eq (10).85 

 6𝑀𝑛 + 1.29𝑁2  ↔  
3

2
𝑀𝑛4𝑁 + 0.54𝑁2  ↔ 1𝑀𝑛6𝑁2.58  (9) 

 𝑌𝑁𝑖𝑡𝑟𝑖𝑑𝑒 = 
𝑛𝑀𝑛,𝑃𝑟𝑜𝑑
𝑡

𝑛𝑀𝑛
0   𝑋𝑀𝑛 = 

𝑛𝑀𝑛
0 − 𝑛𝑀𝑛

𝑡

𝑛𝑀𝑛
0   (10) 

Where nt
Mn,Prod represents the mol of Mn in the nitride product, and n0

Mn is the mole of Mn reactant. 
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Figure 3.3:  Chemical conversion charts and mass increase data for the isothermal 

nitridation of Manganese.  Rows a, b, and c correspond to 600, 700, and 800 °C respectively.  

The black dashed line, green squares, and the blue circles each correspond to the 420, 44, 

and 10 μm-sized powders.  Error bars are from error propagation.  The uncertainty on the 

abscissa is estimated at ± 2 min.  Data includes a small amount of unavoidable oxygen 

present.  MnO yields were at most YMnO = 0.0849 ± 0.0104, and were typically lower. 
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 As one might expect, at 600 °C, the 

10 μm Mn particles exhibits the better 

yields.  This data confirms the Mn-N phase 

diagram89 in that a larger percentage of Mn 

atoms will eventually convert to nitride at 

lower temperatures.  However, the 420 μm 

and even the 44 μm Mn particles are quite 

slow to react at this temperature.  

Additionally the linear shape of the 420 μm 

nitridation curve suggests that chemical 

kinetics are governing the large-particle 

regime over mass-transfer limitations at this 

temperature. 

 Consider the runs which occurred at 

700 °C (b in Figure 3.3).  For the smallest 

particle size, the maximum amount of Mn is 

fixed in no more than 30 min.  However, the 

mass of nitrogen fixed continues to increase over 

the remaining 3.5 hours.  The rationale for 

this paradox stems from the transition from 

ε-Mn4N to ζ-Mn6N2.58 discussed above.  

The N/Mn ratio for Mn4N is 0.25 while the 

N/Mn ratio for Mn6N2.58 is 0.43.  Which 

correspond to a Mn/N ratio of 4 and 

approximately 2.33 respectively.  As temperature increases, nitrogen fixation to Mn transitions 

from a regime governed by kinetics to one of thermodynamic limitations.  That is, the driving force 

reaches a limiting value at a given concentration of N in Mn (without inducing a phase change, 

increasing the N2 pressure, or otherwise altering the system).  Knowing this, the transition from a 

lower N/Mn ratio product (Mn4N) to a product possessing a greater N/M ratio (Mn6N2.58) means 

the simultaneous transition is occurring from a product of higher Mn/N ratio to one of a lower 

Mn/N ratio.   

Figure 3.4:  Nitride product selectivities from 

nitrogen fixation to Manganese at a) 700 °C and 

b) 800 °C.  As in Figure 3.3, the blue circles, green 

squares, and black triangles represent 10, 44, and 

420 μm particle sizes respectively.  Error on the 

ordinate is estimated at approximately 10% of the 

value in question. 
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When considering the solar thermochemical cycle discussed in this work, it is perhaps more 

important to consider the mass of nitrogen fixed to the metal over which nitride product is actually 

formed.  An original goal was to prefer the nitride with greater N/Mn ratio as it would allow for 

more N to be fixed per mass of Mn.  However this is really only true of all of the Mn actually 

converts.  It is clear from Figure 3.3 that as much as 30 mol% of the Mn remains unconverted.  

The overall Mn6N2.58/Mn4N selectivities of the reaction at 700 and 800 °C are plotted in Figure 

3.4 for the 10 and 44 μm Mn particles.  The selectivity (S) is defined here as the ratio of product 

yields and it is defined here according to eq (11).  At 700 °C, the large particles did not form 

Mn6N2.58 enough at these temperatures to warrant their inclusion. 

 𝑆𝑀𝑛6
𝑀𝑛4
⁄

= 
𝑌𝑀𝑛6𝑁2.58
𝑌𝑀𝑛4𝑁

 (11) 

 Increasing the temperature to 800 °C allows for rapid fixation of nitrogen to the manganese.  

However the equilibrium is reached rather quickly, within approximately 30 min, for all 3 particle 

sizes.  An interesting development is that reducing the particle size appears to decrease the 

equilibrium Mn conversion slightly as defined in eq (10).  Referring to Figure 3.3, at 600 °C (a) 

Figure 3.5:  SEM images of the a) 10, b) 44, and c) 420 μm particle size Mn reagents, as 

purchased.  Images show the reagents have a highly irregular and undependable shape. 
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the system is settling toward an equilibrium conversion, but the reaction is proceeding under 

kinetic limitations.  Compare that result with both b) and c) in Figure 3.3.  The equilibrium 

conversion for the 10 μm Mn particles is somewhat lower at the higher temperatures.  Equilibrium 

conversion did occur faster in the smaller particles, and in the particle regimes evaluated for the 

present work, the Mn reached its equilibrium conversion faster with increased temperature.  An 

interesting idea here is that it may be possible to combine both the smaller particles and lower 

temperatures to achieve a higher Mn conversion even a lower temperatures than would normally 

be considered kinetically favorable. 

 The images in Figure 3.5 of the 3 Mn particle regimes were acquired from a Zeiss (EVO 

MA 10) scanning electron microscope, with the goal of verifying the actual particle size of the 

reactants and to evaluate the particle geometry in order to apply solid-gas kinetic analyses such as 

the shrinking core model.91  The irregular geometric nature of the particles adds some additional 

difficulty in applying a common kinetic model to the Mn-nitridation reaction system as many 

models make assumptions based on the solid particle geometry (sphere, long cylinder, flat plate, 

and more).92  Additionally the mesh size specifications (-325 mesh and -40 mesh for the “44 μm 

and 420 μm” Mn particles should be taken as only a rough guide as the maximum particle size.   

The real distribution of particles will be measurably smaller than this value, according to Figure 

3.5. 

 3.3.2 Jander’s Unreacted Core Model 

 Jander’s reaction rate law, eq (12), eq (13), and Figure 3.6,  has successfully characterized 

solid-gas reactions kinetically controlled by a gaseous reactant diffusing through a solid product 

shell.93  It is presented here in both differential and integral form to kinetically describe the 

nitridation of Mn powder: 

 𝑑𝑌𝑁𝑖𝑡𝑟𝑖𝑑𝑒

𝑑𝑡
= 𝑘𝐽

3(1−𝑌𝑁𝑖𝑡𝑟𝑖𝑑𝑒)
2
3

2[1−(1−𝑌𝑁𝑖𝑡𝑟𝑖𝑑𝑒)
1
3]

  
(12) 

 
𝑘𝐽𝑡 =  [1 − (1 − 𝑌𝑁𝑖𝑡𝑟𝑖𝑑𝑒)

1

3]
2

  
(13) 

Where kJ is Jander’s rate constant (min-1) and t is the reaction time (min).   
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Figure 3.7 shows the molar yield of Mn4N and Mn6N2.58 at 600 and 800 °C plotted along with 

Jander’s unreacted core kinetic model.  At 600 °C the reaction rate is slow enough that after 4 

hours negligible Mn6N2.58 is present while at 800 °C both the 10 and 44 μm particle sizes react 

sufficiently fast such that Mn6N2.58 is the principal product after only 2 hours.  At 800 °C, Mn is 

converted to the maximum amount of Mn4N in the first 5 min regardless of particle size.  However, 

further nitridation to Mn6N2.58 is inhibited perhaps because nitrogen must diffuse through the 

product shell to react.   

Solid Reactant B(s)

Gas Reactant A(g)

Unreacted 
Core B(s)

Solid Product C(s)

Figure 3.6:  Schematic for the generic unreacted core model.  Including Jander's rate law in 

Eqs (12) and (13).  Gas A and solid B react whereby a solid product shell C forms through 

which A must diffuse for the reaction to proceed. 
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Figure 3.8 shows the powder x-ray diffraction 

(XRD) spectra for the 10 μm Mn reactant after 

nitridation at 5, 30, 120, and 240 min together with 

the Mn sample as purchased.  After 5 min the Mn 

peaks are almost all replaced by Mn4N peaks.  The 

disappearance of the Mn4N peaks and replacement 

by Mn6N2.58 is also observable between 30 and 240 

min. 

 

Figure 3.8:  Powder XRD of nitridation of 

a) 10 μm Mn at 700 °C for b) 5, c) 30, d) 

120, and e) 240 min.  The major peaks of 

each spectrum are:  (●)Mn4N (ICDD PDF 

No. 01-089-4804), (▲)Mn6N2.58 (ICDD PDF 

No. 01-071-0200), (■) MnO (ICDD PDF 

No. 01-078-0424), and (♦) Mn (ICDD PDF 

No. 00-032-0637). 

Figure 3.7:  Results of Applying Jander’s 

Rate Law to Mn-nitridation at 600 and 800 

°C for both 10 and 44 μm particle sizes.  

Error bars are from error propagation.  

The error on the abscissa is estimated at ± 

2 min. 
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Jander’s unreacted core model, which considers diffusion of gaseous reactant through the 

product shell as the rate-limiting step, appears to characterize Mn-nitridation kinetics reasonably 

well as shown in Table 3.1.  Correlation coefficients and rms errors60 are used to describe the 

reasonableness of the application of the unreacted core model to the manganese-nitrogen system.  

Note that the goodness-of-fit of a solid-gas kinetic model should not be considered proof that the 

reaction proceeds under all of the assumptions used by the model.92  Additionally, the assumption 

of spherical geometry is paramount in the realization of Jander’s model.  However, the SEM 

images in Figure 3.5 clearly show irregularly shaped particles. More work is required in order to 

prove that the reaction is truly solid-diffusion limited.  Nevertheless, Jander’s model empirically 

describes the system relatively well. 

Table 3.1:  Reaction kinetics for Jander's unreacted core model applied to Mn-nitridation at 

atmospheric pressure.  Estimated uncertainties are from error propagation. 

Particle 
Size 

Temp. 
Chemical 
Product 

Time 
Range 

kJ r0 R2 rms 

(μm) (°C) -- (min) (min-1) 
(mol N mol-1 Mn 

min-1) 
-- -- 

10 

600 Mn4N 0 - 240 (3.5 ± 0.5) X 10-4 (1.0 ± 0.9) X 10-2 0.968 0.071 

700 

Mn4N 0 - 30 (2.5 ± 0.4) X 10-3 (6.3 ± 0.9) X 10-2 0.992 0.019 

Mn4N 30 - 240 (1.1 ± 0.3) X 10-3 -(4.6 ± 3.9) X 10-3 0.994 0.052 

Mn6N2.58 30 - 240 (1.4 ± 1.2) X 10-3 (1.0 ± 0.7) X 10-2 0.999 0.123 

800 
Mn4N 5 - 120 (4.2 ± 1.1) X 10-3 -(3.2 ± 1.3) X 10-2 0.940 0.076 

Mn6N2.58 0 - 120 (4.3 ± 0.7) X 10-3 (1.6 ± 1.3) X 10-2 0.890 0.068 

< 44 

600 Mn4N 0 - 240 (6.0 ± 6.0) X 10-5 (1.4 ± 1.2) X 10-3 0.996 0.038 

700 

Mn4N 0 - 60 (1.1 ± 0.3) X 10-3 (4.6 ± 0.5) X 10-2 0.987 0.035 

Mn4N 60 - 240 (4.1 ± 0.2) X 10-4 -(1.1 ± 2.1) X 10-3 0.982 0.027 

Mn6N2.58 30 - 240 (5.7 ± 5.5) X 10-4 (3.5 ± 3.0) X 10-3 0.960 0.082 

800 
Mn4N 5 - 120 (2.5 ± 2.4) X 10-3 -(2.5 ± 2.4) X 10-2 0.996 0.022 

Mn6N2.58 0 - 120 (4.1 ± 0.6) X 10-2 (3.5 ± 3.4) X 10-2 0.960 0.082 

 

Comparing the same reaction temperatures and times across Table 3.1 it is clear that the 

smaller particle size exhibits larger rate constants, kJ, and initial rates, r0.  This makes sense as 
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more surface area is immediately available to the reactant gas and/or the nitrogen diffusion path is 

reduced.  However Table 3.1 and Figure 3.9 encourage use of a particle size smaller than 10 μm.  

Above 700 °C the difference in time required to approach equilibrium conversion is very similar 

between the 2 particle sizes.  Reducing the particle size further can encourage greater nitrogen 

uptake at lower temperatures where equilibrium conversion is less inhibited. 

 3.3.3 Arrhenius Relationship 

Activation energies (Ea, kJ mol-1) are calculated by exploiting the temperature dependence 

of rate constants known as the Arrhenius94 eq: 

 𝑘𝐽(𝑇) =  𝑘0𝑒
𝐸𝑎
𝑅𝑇  (14) 

 𝑙𝑛|𝑘𝐽(𝑇)| = 𝑙𝑛|𝑘0| −
𝐸𝑎

𝑅
(
1

𝑇
)  (15) 

Figure 3.9:  Arrhenius plot for the Mn4N yields of the 10 and 44 μm Mn reactant particle 

sizes.  ● and ▪ represent the 10 and 44 μm sizes respectively.  The solid and dashed blue lines 

are the best-fit according to eq (15).  Estimated uncertainties are from error propagation.  

Error on the abscissa is estimated at ± 0.1 K-1. 
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Where k0 is the pre-exponential factor (min-1), R is the universal gas constant, and T is the absolute 

temperature.  Taking the natural logarithm of eq (14) yields eq (15) which allows a solution for Ea 

and k0 by plotting ln[kJ] vs. 1/T.  The Arrhenius plot for Mn4N yields for both the 10 and 44 μm 

samples is shown in Figure 3.9 along with the calculated activation energies and pre-exponential 

factors.  The smaller particle size does have a smaller apparent activation energy by 44.1 kJ mol-

1.  This makes sense as more Mn is available to react immediately upon heating with the reactant 

gas. 

 3.4 Conclusion 

An investigation was performed on the nitridation of manganese by atmospheric N2 at 

elevated temperature on Mn particle sizes of 10 and 44 μm.  Establishing quantifiable and 

predictable behavior for the nitridation step of the NH3 synthesis cycle is paramount to the broader 

efficacy of the overall process.   

Isothermal nitrogen fixation furnace experiments confirmed that equilibrium nitrogen 

concentration in Mn decreases as reaction temperature increases.  Jander’s unreacted core kinetic 

model mathematically described Mn nitridation relatively well.  However, while Jander’s rate law 

does assume that a gaseous reactant diffusing through the solid product layer is the rate limiting 

step, not enough information is provided to confirm this assumption specifically applies to the 

system in question.  

While rate constants and initial rates were as much as an order of magnitude larger for 

nitridation of the 10 μm particles, it is clear that even smaller particles will further improve reactant 

performance.  Specifically, the goal is to achieve the higher reaction rate that occurs at or above 

800 °C without sacrificing the reduced equilibrium nitrogen concentration.  The Arrhenius 

equation was used to determine the activation energies for nitridation of 10 and 44 μm particles by 
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exploiting the temperature-dependence of the reaction rate constant.  As expected the Ea of the 10 

μm Mn reactant was lower than that of the 44 μm Mn as the (potential) diffusion path is decreased 

and the available surface area of reaction is increased.   
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Chapter 4 - Conclusions 

More NH3 is necessary to allow global population to exceed 9.6 billion by 2050.  However 

it is incumbent upon us to develop a process which contributes less to the overall carbon footprint 

of food production.  The solar cycle envisioned in this work shows promise as a vector toward 

sustainable NH3 synthesis.  Not to compete with Haber-Bosch but instead to supplement that 

process by reaching those whom it does not reach. 

 A thermochemical cycle was presented where the hydrogen from steam was reacted with 

Mn-nitride to produce NH3 and MnO.  The MnO was then subsequently reduced in a dilute CH4/N2 

gas stream to reproduce the nitride.  Manganese readily fixes nitrogen, quickly and efficiently.  

However a Na-promotor was required to be added to the nitride in order to yield NH3.  The 

resulting MnO partially reduced with under great care. 

 Jander’s reaction rate law was used to model the kinetics of Mn for both 10 μm and < 44 

μm particle sizes.  However inspection under SEM showed the particles were not remotely 

spherical as assumed in the derivation of the rate law.  The apparent activation energy was lower 

by 44.1 kJ mol-1 for the smaller particle size Mn.  Reducing the particle size further will allow 

greater Mn conversion at lower temperature. 

It is apparent the relative stability of metal oxides over metal nitrides is a significant hurdle 

to overcome.  If in a particular chemistry of alternating metal reactions with nitrogen and oxygen, 

the oxide is always more stable than the nitride.  That is, recovering the zero-oxidation state metal 

from the oxide will be more difficult if that same metal readily formed the nitride.  It is just as true 

in reverse that a metal oxide when easy to reduce to the metal, will not form a stable nitride upon 

nitridation.  A similar relationship also exists for the NH3 synthesis and oxide reduction reactions.  
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See appendix B for more a review of the thermodynamics and how an open system can aid in 

mitigating some of these challenges. 
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Chapter 5 - Future Work 

In addition the use of open systems, alloying materials may promote desired reactions.  The 

research the Mn-Ni and Mn-Fe alloys should be continued.  It will be very interesting to see how 

the addition of another transition metal will promote the reaction.  This is comparable to the 

promoted-Fe catalyst used in the HB process.  I also think that using group 1 metals would be 

something worth trying as promotors (similar to the NaOH used in chapter 2).  However, the zero-

oxidation state metal should be used instead of an oxide version.  The oxygen from the NaOH was 

present as α-NaMnO2 after the reaction – and Mn-oxides are not trivial to reduce.  The work shown 

here and additional work indicates alkali metals would be efficacious in promoting the NH3 

synthesis reaction and may also aid cycling. 

A future student may find it beneficial to work on finding a more efficient way to present 

the metal particles to the reacting gas.  A porous support would greatly increase the surface area 

available for chemical reaction, as in heterogeneous catalysis, and may improve overall 

conversions and yields. 

It seems that heroic measures are required in order to significantly limit the amount of 

O2/H2O in the system which then contacts the Mn forming the oxide – and Mn-oxides are not 

trivial to reduce.  This is a step that is necessary to improve the quantification of nitrogen fixed to 

the metal and the nitrogen which leaves the metal (upon reaction with gaseous H2 for NH3 

formation, showing a mass loss instead of gain, not shown in this dissertation).  Preventing the 

formation of metal oxides provides an additional degree of freedom and the mass added of nitrogen 

is then just the mass after the reaction minus the mass of the zero-oxidation state metal before the 

reaction.  Quantification of nitrogen is further discussed in appendix C.3. 
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Bulk work with nanoparticles:  The possibilities that accompany moving to nanoscale 

materials are really interesting.  The problem is that nano-metals are extremely reactive in air.  

Heroic efforts are required just to work with these materials relative to what we are already doing.  

Furthermore, we still need to find a way to create enough nanoparticles such that we aren’t creating 

NH3 at the nanoscale also.  We want to use the reactivity and energetics of nanoparticles to make 

bulk NH3. 

The project as a whole is moving away from classical chemical engineering and toward 

materials science.  I am extremely encouraged that the work with Dr. Liu’s group is yielding some 

tangible guidance as to how to proceed in terms of cycled material.  I reflect on just how much 

trial-and-error went in to developing better NH3 synthesis catalysts for HB.  Yet all modern HB 

plants use the promoted-Fe catalyst developed by Mittasch around a century ago.  We need to find 

a way to use the computational techniques at our disposal to guide the experimentation.  
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Appendix A - Supplementary Material to Accompany Chapter 2 

 

A. 1:  Reproduction of Figure 2.2.  Simplified process diagram showing step-up in energy 

provided in syngas (CO and H2) produced over the natural gas input.  LHV is lower heating 

value95 of reactants and products.  Calculations are based on mass balances and reaction 

enthalpies (eqs 1-4 of A. 2) only.  Solar radiation input is calculated solely from the energy 

required for the endothermic reduction reaction (eq 3).  Energy required for input and exit 

gas conditioning and separation is neglected.  Heat integration is also neglected. 
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𝑀𝑛(𝑠) +

1

2
𝑁2(𝑔) ↔

1

2
𝑀𝑛5𝑁2(𝑠) 

(1) 

∆𝐻𝑅𝑥𝑛1
𝑇=800°𝐶  =  −91.0 𝑘𝐽 𝑚𝑜𝑙−1 ∆𝐺𝑅𝑥𝑛1

𝑇=800°𝐶 = −64.3 𝑘𝐽 𝑚𝑜𝑙−1 

1

2
𝑀𝑛5𝑁2(𝑠) +

5

2
𝐻2𝑂(𝑔) ↔

5

2
𝑀𝑛𝑂(𝑠) + 𝑁𝐻3(𝑔) + 𝐻2(𝑔) 

(2) 

∆𝐻𝑅𝑥𝑛2
𝑇=500°𝐶 = −302.4 𝑘𝐽 𝑚𝑜𝑙−1 ∆𝐺𝑅𝑥𝑛2

𝑇=500°𝐶 = −230.5 𝑘𝐽 𝑚𝑜𝑙−1 
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2
𝑀𝑛𝑂(𝑠) +
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2
𝐶𝐻4(𝑔) ↔
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2
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2
𝐶𝑂(𝑔) + 5𝐻2(𝑔) 

(3) 

∆𝐻𝑅𝑥𝑛3
𝑇=1150℃ = 916 𝑘𝐽 𝑚𝑜𝑙−1 ∆𝐺𝑅𝑥𝑛3

𝑇=1150°𝐶 = −57.1 𝑘𝐽 𝑚𝑜𝑙−1 

1

2
𝑁2(𝑔) +

5

2
𝐻2𝑂(𝑔) +
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2
𝐶𝐻4(𝑔) ↔ 𝑁𝐻3(𝑔) +
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2
𝐶𝑂(𝑔) + 6𝐻2(𝑔) 

(4) 

∆𝐻𝑂𝑣𝑒𝑟𝑎𝑙𝑙
𝑇=25℃ = 469.3 𝑘𝐽 𝑚𝑜𝑙−1  

A. 2:  Reproduction of chemical reactions (eqs 1 – 4).  The reaction enthalpies and Gibbs 

energies were calculated from tabulated values. 

 

 

A. 3:  Theoretical mass inputs and outputs necessary for the corresponding energy audit in 

A. 1, based on eqs 1-4 in A. 2. 
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A. 4:  Converted chemical energy inputs and outputs based on lower heating values from 

the literature for the energy audit in A. 1. 
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Appendix B - Applied Thermodynamics:  A Review 

Probably the first time anyone paid attention to the potential of thermodynamics was when 

Haber studied the equilibrium between ammonia and its elements in eq (1).71  Classical 

(macroscopic) thermodynamics can be loosely defined as the study of equilibrium and heat transfer 

between phases.71  Equilibrium denotes not only the absence of macroscopic change but also the 

absence of any tendency toward macroscopic change.  No change in state can occur in a system at 

equilibrium.  Furthermore as a driving force results in a tendency towards change, the absence of 

such a tendency indicates an absence of any driving force acting on the system.96  A phase is 

defined phenomenologically to be a physically and chemically homogenous substance irrespective 

of amount and shape.  Each phase has a limited region of existence concerning temperature, 

pressure, and composition.86    Thermodynamics addresses what is theoretically possible at given 

conditions and answers why any change in the system occurs at all.28 

 A.1 Gibbs Free Energy Minimization 

The Gibbs free energy, ΔG, is a characteristic thermodynamic function.  That is, all 

thermodynamic functions for the reaction can be expressed in terms of the Gibbs energy and its 

derivative with respect to its independent variables (temperature, pressure, and composition).  

Simply stated, the Gibbs free energy completely defines the thermodynamic behavior of the system 

without the need of other thermodynamic quantities.  It fully defines equilibrium conditions and is 

a measure of useful energy available from the reaction.28,86 

Consider the generic equilibrium chemical reaction between reactants A and B and 

products C and D where ni represents the number of moles of species i as shown in eq (16).  For a 

closed system, the Gibbs free energy of the chemical reaction can be calculated via eq (17).66 
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 𝑛𝐴𝐴 + 𝑛𝐵𝐵 ↔  𝑛𝐶𝐶 + 𝑛𝐷𝐷  (16) 

 ∆𝐺𝑟𝑥𝑛 = ∑ 𝑛𝑖𝑔𝑖
𝑓
− ∑ 𝑛𝑗𝑔𝑗

𝑓
𝑗=𝑟𝑒𝑎𝑐𝑡.𝑖=𝑝𝑟𝑜𝑑.   (17) 

Where ΔGrxn is in kJ mol-1, n are moles of product component i or reactant component j, and gf is 

the Gibbs energy of formation for component i or j in kJmol-1 from tabulated data.71,72,86  If the 

reaction products are thermodynamically favored at equilibrium, ΔGrxn is negative and represents 

the maximum useful work available from the reaction.  However if the reactants are 

thermodynamically favored at equilibrium, ΔGrxn is positive and represents the minimum amount 

of energy that must be supplied to the system to make equilibrium favor products. 

 The true equilibrium constant for eq (16) is calculated by eq (18) assuming ideal gas and 

solid phases.66,94 

 
𝐾𝑇 = 𝑒𝑥𝑝 [−

∆𝐺𝑟𝑥𝑛

𝑅𝑇
] =  ∏ 𝑛𝑖

𝑆𝑖∏ 𝑛
𝑗

−𝑆𝑗
𝑗=𝑟𝑒𝑎𝑐𝑡.𝑖=𝑝𝑟𝑜𝑑. (

𝑃

𝑛
)
𝑆𝑖−𝑆𝑗

  (18) 

Where KT is the “true” dimensionless equilibrium constant, T is absolute temperature (K), and R 

is the gas constant in kJ mol-1 K-1, P is the total pressure in MPa, Si and Sj are reaction 

stoichiometric coefficients, and n (mol) is the total number of reactants and products at complete 

conversion.66 

 The Gibbs free energy for any closed system can be calculated via equation (19).86  

Employment of equation (19) is most useful when a specific reaction or reaction pathway is unclear 

but possible chemical species are fairly easy identify and their molar Gibbs energies have been 

empirically determined and previously tabulated.  The mathematical expression for the equilibrium 

requirement as specified by the Gibbs energy is shown in equation (20).86 

 ∆𝐺𝑇,𝑃=𝑐𝑜𝑛𝑠𝑡.
𝑠𝑦𝑠

= ∑ 𝑛𝑖𝑔𝑖
𝑓

𝑖   (19) 

 ∆𝐺𝑇,𝑃=𝑐𝑜𝑛𝑠𝑡.
𝐸𝑞𝑢𝑖𝑙.  = 𝑚𝑖𝑛𝑖𝑚𝑢𝑚  (20) 

 Equations (19) and (20) can be combined, together with literature data for molar Gibbs 

energy of formation, to allow thermodynamic analysis to be performed on any closed system 
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requiring only that the temperature, pressure, and initial composition of the system be specified 

along with all possible chemical species.86  Furthermore, equations (16) - (19) can be combined 

with equation (20) in a computational thermodynamic simulation to minimize the Gibbs free 

energy for a reaction or for a system while varying temperatures, pressures, or initial compositions 

of the system.  The result reports expected products, reactant conversions, and overall system 

composition at equilibrium for the varied conditions.86,96 

 A.2 Macroscopic Thermodynamics and the Open System 

 While the preceding thermodynamic analysis represents a good place to begin, it is 

important to note that it applies to closed systems only.  That is, this type of analysis does not 

apply in open flow systems such as those considered in Figure 2.3 or Figure 3.2.  Macroscopic 

thermodynamic analyses are a good place to start however when considering chemical equilibrium 

reactions in open systems (and has been 

used as such in the literature).59,66  A 

chemical reaction is considered to be 

“spontaneous” when ΔGrxn ≤ 0.28  That 

is, an energetic driving force exists 

which is pushing the reaction toward the 

products.  In this case, KT ≥ 1 from eq 

(18).  However, if ΔGrxn > 0, then the 

driving force is lacking and KT < 1.  

Depending on the thermochemistry of 

the system, KT < 1 may not necessarily 

spell disaster in open systems where 

 

B. 1:  Equilibrium molar composition of the 

nitride corrosion system where NH3 

decomposition products are thermodynamically 

favored above 300 °C. 
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mass is exchanged with the surroundings.   A closed system will reach equilibrium and resist 

change in temperature, pressure, and composition.  However constantly purging a product will 

shift equilibrium more toward the products according to Le Chatelier’s principle.28 

 Figure B. 1 shows the equilibrium molar compositions of the Mn4N corrosion reaction,90 

similar to eq (6), where NH3 is thermodynamically unstable above 300 °C, yet temperatures of 500 

°C are kinetically necessary.  Employment of an open system (Figure 2.3) remedies this by 

removing the desired NH3 product and cooling it before it can decompose into N2 and H2.  In this 

fashion one can achieve the improved reaction rate observed at higher temperatures without losing 

the desired product. 
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Appendix C - Experimental Elements of Powder X-Ray Diffraction 

Powder x-ray diffraction (XRD) is a robust and convenient technique for quantitative 

analysis of solid samples.  In principle, XRD exploits constructive interference of x-rays after they 

have been diffracted from electrons in a solid sample.97  The diffraction pattern generated (see 

Figure 3.8 for an example) functions as an empirical “finger-print” corresponding to a specific 

crystal structure which can be referenced back to a database such as the International Centre for 

Diffraction Data78 (ICDD) PDF-2 for both qualitative and quantitative phase identification.  Phase 

quantification is challenged due to the loss of information in the transition from a diffraction 

pattern (Debye-ring) to the projected powder diffraction intensity.97  Regardless, XRD analysis is 

beneficial as it does not destroy the sample and sample preparation is fast and relatively painless.  

The work presented herein relied on (and perhaps overused) XRD significantly due to its 

convenience.  However an additional or parallel method for phase quantification should be 

considered for further experimentation. 

Relevant to this work is the quantification of nitrogen within the solid lattice either after a 

nitridation experiment, in which the lattice should gain nitrogen, or after an NH3 synthesis reaction, 

in which the lattice should lose nitrogen.  When analyzing a solid sample possessing more than 2 

phases, one should make note of the following concerns. 

 C.1 The Reference Intensity Ratio 

The reference intensity ratio method98 for quantitative phase identification is so ubiquitous 

the I/Ic ratios are now published on many entries of the PDF78.  Intensities of peaks of interest in a 

sample of known phases but unknown composition (wt.%) are compared with the intensities of 

peaks for pure corundum, hence I/Ic. In theory, this allows for quick and easy calculation of phase 

compositions within a sample. Unfortunately published I/Ic ratios lack the necessary accuracy due 
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to a variety of errors including inhomogeneous samples preparation, preferred orientations, and 

variable crystallinity.99  Yet the ubiquity of this method makes getting a number, even if it is the 

wrong number very, very easy.  To achieve an accurate phase composition, a method involving an 

internal or external standard or Rietveld refinement should be employed.99  

 C.2 X-Ray Penetration Depth 

The depth of penetration, t, of x-rays into a sample is described by eq (21):100 

 𝑡 =  
3.45 sin𝜔
𝜇

𝜌
𝜌𝑏𝑢𝑙𝑘

  (21) 

Where ω is the angle of incidence, μ/ρ is the mass absorption coefficient, and ρbulk is the density 

and packing factor of the sample.  The wavelength of radiation also plays an important role.  For 

Cu-Kα radiation and tungsten with a 60% packing factor, t is only 4 μm.  As such the particle size 

would need to be sufficiently less than 4 μm in order to “see” into the particle.   

 C.3 Quantifying Nitrogen 

Since XRD only provides a semi-quantitative approach for solid sample analysis of particle 

sizes ≥ 10 μm without Rietveld refinement or a method involving a standard, parallel means of 

quantifying lattice nitrogen are encouraged.  An attractive option is elemental (or CHNS/O) 

analysis typically used for biological or fuel-type materials.  However examples exist in the 

literature of success with this method.101  The present work has also successfully used the Perkin 

Elmer 2400 Series II Elemental Analyzer however, these results are not shown.  Other options 

include Energy-dispersive x-ray spectroscopy (EDX) or Kjeldahl’s method. 

 

 


