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Abstract 

Organic-rich shales were deposited over a large part of what is now North America during 

the Late Devonian. The Devonian-Mississippian Chattanooga (Woodford) shale is known to be an 

important petroleum source rock in many intracratonic basins of the Midcontinent (Lambert, 

1993).  North America in the late Devonian was located in the tropics (Woodrow et al., 1973), 

possibly in low southerly latitudes (Heckel and Witzke, 1979; Witzke and Heckel, 1988; Streel et 

al., 1990). This environment creates an organic-rich shale that is an important source of 

hydrocarbons throughout the Midcontinent. 

Geochemical analysis of the Chattanooga shale using various techniques will provide 

additional information on oil-source rock correlations. This will provide insight on the potential of 

the Chattanooga Shale as a viable option for unconventional drilling. Handheld XRF analysis was 

conducted on well cuttings samples, Loss on Ignition was performed on a subset of those samples 

and mapping of the organic matter results of the two methods was completed. 

Handled XRF still has the prospect for providing quick analysis on organic matter to be 

used as a determination of the quality of source rock. Although slightly reduced correlation has 

been found within this study compared to Willey (2015), the method has still proven viable for 

fracking targets to be determined on site and in a more efficient manner. Loss on Ignition results 

have correlated with TOC data better then XRF results making this method the better option for 

evaluating source rock potential. Mapping of these results provide the first known source rock 

potential map across Kansas and can be used by the industry for future exploration. 
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Chapter 1 - Introduction 

The advances in completing low permeability shales into unconventional reservoirs have 

initiated an increased interest in shales, particularly organic-rich black shales. Major exploration 

plays are ongoing in many parts of the United States (Figure 1).  Until recently, shales were 

regarded almost exclusively as organic-rich source and seal mudstones that were understudied 

relative to other sedimentary rocks (Potter, 1980). The Woodford shale of Oklahoma and Texas is 

a major player in unconventional shale production. This study is the evaluation of the potential of 

the correlative Chattanooga shale in Kansas. The Chattanooga Shale has potential to play a 

significant role in further understanding the relationship that local shales have on the petroleum 

system in Kansas.  

 

Figure 1 - Ongoing shale plays in the continental United States. 
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The Devonian-Mississippian Chattanooga (Woodford) Shale is known to be an important 

petroleum source rock in many intracratonic basins of the Midcontinent (Lambert, 1993). Philp 

(2011) has estimated that 90% of the petroleum in Oklahoma was sourced by the Woodford. It is 

currently unknown where the petroleum production in Kansas is sourced. The most cited model 

holds that Kansas oil is migrating north from Woodford sources in Oklahoma. An alternative 

model for local sources has been proposed, although it is not clear how adequate thermal maturity 

is achieved in shallow buried rocks in Kansas. A recent study by Wall (2015) gives strong evidence 

that the Chattanooga is a viable source for Mississippian oil in southern Kansas. Hill (2011) 

showed the potential for other organic-rich shales in western Kansas. McIntire (2014) suggested 

that Lansing/Kansas City oils in Rooks County, Kansas were locally sourced.  

In this study, the Chattanooga Shale in Kansas has been investigated for its potential as a 

source rock for producing Kansas oil.  Its distribution throughout Kansas has been mapped using 

various techniques including XRF, Rock-Eval and Loss on Ignition. This will be of interest to 

companies within the Kansas petroleum industry because it has shown that the Chattanooga shale 

is a viable target for unconventional drilling techniques. 

 1.1 – Significance  

Until recently, shales were regarded almost exclusively as organic-rich source and seal 

mudstones that were understudied relative to other sedimentary rocks (Potter, 1980). The advances 

in completing low permeability shales into unconventional reservoirs have initiated an increased 

interest in shales, particularly organic-rich black shales. The Woodford shale of Oklahoma is a 

major player in unconventional shale production. It is the purpose of this study to evaluate the 

potential of the correlative Chattanooga shale in Kansas. The Chattanooga Shale has potential to 
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play a significant role in further understanding the relationship that local shales have on the 

petroleum system in Kansas. 

The results of this research have impacts on both a local and regional scale for the 

petroleum industry. Kansas oil and gas has limited its exploration to only searching for reservoirs 

instead of potential self-sourcing units. Changing this assessment affects industry performance on 

a local level. Providing further evidence on the Chattanooga source rock potential will gain 

regional implications on how hydrocarbons are distributed throughout the Midwest. 

The impact this research could have on the petroleum industry is both the advancement 

and confirmation of innovative sampling technique as well as providing new proven data about 

the Chattanooga as a formation. The sampling technique in question is the use of X-Ray 

Fluorescence (XRF) with regards to handheld XRF data as a proxy for %organic matter. Building 

off of Willey (2015) research, this will help investigate Handheld XRF as a viable option for 

%organic matter analysis. 

 1.2 - Geologic Setting 

The Devonian-Mississippian Chattanooga shale is present across multiple sates with 

varying thickness and nomenclature. Structural features that were present in the Midcontinent, 

more specifically Kansas, during deposition of the Chattanooga shale include major basins and 

uplifts. Basins such as the Oklahoma and Iowa Basins provided and topographically negative area. 

Topographically positive areas include the Central Kansas Uplift and Chautauqua Arch. North 

America in the late Devonian was located in the tropics (Woodrow et al., 1973), possibly in low 

southerly latitudes (Heckel and Witzke, 1979; Witzke and Heckel, 1988; Streel et al., 1990). This 

creates an environment resulting in an organic-rich shale that is an important source of 

hydrocarbons throughout the Midcontinent.  
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Figure 2 - Generalized cross-section showing stratigraphic relationships from the 

Chauauqua Arch into the North Kansas Basin modified from Amsden et al., (1967) 

 

The Chattanooga ranges in thickness from a feather-edge at its margins to more the 280 

feet in the deeper portions of the North Kansas basin (Figure 2). It can be divided into three distinct 

members, Lower, Middle, and Upper Shale Members. All three are present in Kansas, although 

the lower shale member is restricted to the south-central part of the state, and the upper shale 

member is not present in extreme northern Kansas. The radioactivity of each shale member 

decreases to the north (Lambert, 1993). There is a progressive color change in subsurface 

samples of the Chattanooga Shale of Kansas, from black in the southern part of the state to lighter 

colors in the north. (Lee, 1956). The least areally widespread of the shale members, the lower 

shale member is present only in the southern part of Kansas. The middle shale member of the 

Chattanooga (Woodford) Shale has the greatest areal extent of any shale member, and is found 

throughout northwestern Oklahoma and eastern Kansas. The upper shale member is not as 

areally widespread as the middle shale member but more than the lower member (Lambert, 

1993). 
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Figure 3 – Correlation chart comparing Kansas and Oklahoma Devonian strata modified 

from Hilpman (1967).  
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 1.3 - Previous Work  

Meagan Wall (2015) conducted a study on the oil-source rock correlation examining the 

potential of the Chattanooga shale as a source rock for oil. This was done within the Spivey-Grabs-

Basil field in Kingman and Harper counties, Kansas. Gas Chromatography Mass Spectrometry 

(GC-MS) and Rock-Eval Pyrolysis tests were conducted on samples from the Chattanooga that 

apply to this study. Results showed that all of the samples in the study have values that fall within 

the parameters for both a history of hydrocarbon generation and high potential for hydrocarbon 

production as set forth by McCarthy (2011). Data was used from this study and expanded on to 

further investigate the Chattanooga shale and its oil source rock correlation. 

Tyler Willey (2015) conducted a study on the use of handheld XRF as a proxy for onsite 

evaluation of unconventional targets. Results showed a strong inverse correlation is observed 

between organic matter weight present and the Si/Al and Si/K ratios. The strong inverse correlation 

observed shows that the handheld XRF has the potential to provide quick data on Si/Al ratios that 

can be used as a proxy for organic matter estimates. This study takes this initial finding and 

implements it on a much greater scale for further investigation on to its validity.  

Tyler Hill (2011) examined possible source rocks and their potential productivity and oil-

generative properties in various regions of western Kansas. His use of pyrolysis, and his 

investigation of TOC and vitrinite reflectance, although not directly applied to this study it 

provides excellent comparative data. His dataset revealed exceptional TOC numbers ranging up to 

13.33%, and immature Tmax values of 428⁰C average. His vitrinite reflectance values proved 

thermally immature in most samples, which is traditionally thought on Kansas’ source potential. 

However, two samples fell over 0.6% value which categorically defines them as ideally mature, 
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or within the oil generative window. His study prompted Wall (2015) study, which in turn supplied 

data for this project. 

Ramirez-Caro (2013) obtained TOC values for the stratigraphically equivalent Woodford 

shale in north-central Oklahoma, which is a known oil source rock. He also analyzed the organic 

fraction of his rocks for REE and other trace elements, which can be compared to the Chattanooga 

shale. Again it is not directly applied in this study, but provides excellent comparative data.  

 

Chapter 2 - Methodology 

 2.1 – Sample Selection 

The samples for this study were chosen by availability and quality. All samples were 

obtained from the Kansas Geological Survey (KGS) Wichita Well Sample Library located in 

Wichita, KS. Out of 565 wells within Kansas that report penetrating the Chattanooga shale, 106 

well cuttings were available for testing. Visual examination of these cuttings determined that 90 

samples would be suitable for X-ray Fluorescence (XRF), Loss on Ignitio (LOI) and Rock-Eval 

testing. The 90 wells are located throughout nineteen counties in Kansas, and come from various 

depths ranging from approximately 900 feet to 7,000 feet (Figure 4). 

The process by which GeoMark laboratories extracted the TOC data for Rock-Eval 

Pyrolysis can be found in Appendix A.  
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Figure 4 – Kansas State map showing sample locations and well identification symbols.  

 

 2.2 – Whole Rock XRF Analysis 

X-ray Fluorescence (XRF) was performed on the 90 well cuttings to obtain bulk elemental 

composition using a Bruker Tracer III handheld XRF. Usually there would be no sample 

preparation and this method would be nondestructive, however for this project some sample 

preparation was implemented to ensure quality. The well cuttings were crushed into powder using 

mortar and pestle to minimize air pockets and maximize surface area for the XRF to examine. This 

also limited the dispersing effect of air that causes the XRF to not be able to read lighter elements 

(atomic weight < 24.305 u). Once ground into powder the samples were placed into SpectroMicro 

XRF sample cups (30.5 mm O. D. x 1 mm HIGH x 20 mm ID Aperture) and sealed with 

SpectroMembrane Mylar Thin-Film, both provided by Chemplex Industries, Inc. 

 Trace element analysis was conducted on the samples using the Bruker mudrock 

calibration. A yellow filter (12 mil Al + 1 mil Ti) was required along with the machine settings at 
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40kV, 12.4 μA at 60 second intervals. Five intervals, each at different surface locations, were 

conducted on all 90 samples to represent the average bulk chemical makeup. Using the S1PXRF 

program, relative weight percentages for each element were calculated from peaks generated 

during testing. When averaged among all five intervals, bulk trace element composition can be 

assigned to each sample. 

Major element analysis was conducted on the samples using the same mudrock calibration. 

Without the yellow filter the Bruker Tracer III handheld XRF was connected to a vacuum to 

remove any air between the XRF sensor window and the x-ray detector. The machine settings were 

altered to 15kV, 25 μA at 180 second intervals. Again, five intervals at different surface locations 

were recorded for each sample. Using the S1PXRF program, relative weight percentages for each 

element were calculated from peaks generated during testing. When averaged among all five 

intervals, bulk major element composition can be assigned to each sample. 

This data was used to generate proxies for significant minerals expected in organic-rich 

shales, as well as the percentage of organic matter in each sample. Both plots and maps were 

generated to better understand the Chattanooga throughout Kansas and its potential oil-source rock 

correlation.  

 2.3 – Loss on Ignition 

A loss on ignition technique was performed on a third of the samples to determine the 

amount of organic content in the samples. Differential thermal analysis (DTA) thermograms show 

that when a dried, powdered sample containing organic material and calcium carbonate is heated 

in a muffle furnace, the organic material begins to ignite at about 200 ° C and is completely ignited 

by the time the furnace temperature has reached approximately 550 ° C (Dean, 1974). The 

procedure implemented in this technique is described as follows. The samples were powdered and 
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placed in a furnace set at 90-100° C for one hour. After cooling to room temperature in a desiccator, 

the sample is weighed. This gives the dry weight of the sample which is the basis for all weight 

loss calculations. The sample and crucible are then placed in a muffle furnace and heated to 550 ° 

C for one hour. After cooling to room temperature, the sample is again weighed. The difference 

between this weight and the dry weight is the amount of organic carbon ignited. 

This data was used as an additional source of organic content readings to compare with 

other methods. Both plots and maps were generated to better understand the Chattanooga 

throughout Kansas and the potential confirmation of XRF proxies. 

 

Figure 5 – Diagram showing Loss on Ignition technique modified from Dean (1974) 

 

 2.4 – Petra Software 

The Petra software program was used as a visualization tool for better interpretation and 

conclusions about the raw data obtained from other methods. All 565 wells within Kansas that 

report penetrating the Chattanooga shale have been imported. Attributes connected to the wells 

imported include: Location (Lat. / Long.), API number, Datum Elevation, Well symbol, 

Chattanooga formation tops. This information provides a regional structure map of the 

Chattanooga shale in Kansas. Using data collected by XRF and Loss on Ignition, 90 wells will 

have additional geochemical data attributes. These geochemical attributes include: Si/Al ratios, 

K/AL ratios, Al/Si ratios, TOC (wt. %) and LOI organic carbon readings. This information 

provides the only map of source rock potential across Kansas. 
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Chapter 3 – Results 

 3.1 – Whole Rock XRF Analysis 

Whole rock XRF analysis was performed on 90 well cutting samples in the form of trace 

and major elemental analysis. A subset example (30) results for both major and trace elements are 

presented in Tables 1 and 2. Where the full data table sets can be found in Appendix B.  For better 

visual depiction of the data, charts were created to provide elemental variations within the samples 

(Figure 6 and 7). The subset samples were chosen based off the amount of data attributes associated 

to those samples. There are 90 samples with XRF data however, only 30 have LOI data and only 

20 of those have Rock-Eval Pyrolysis accompanying the XRF. 
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Figure 6 – Graph depicting the major element weight percent distribution among the 30 

subset Chattanooga samples. 

 

Figure 7 - Graph depicting the major element weight percent distribution among the 30 

subset Chattanooga samples. 
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 3.2 – Loss on Ignition 

The initial results of the 30 samples tested by loss on ignition procedure are presented in 

Table 3. Determination of organic matter in geologic materials by loss on ignition is a well-tested 

and proven technique. It is rapid and requires equipment found in most laboratories. Although this 

procedure requires several hours to complete, only a portion of this time actually requires the 

operator to be present since most of the time involved is heating and cooling of samples. 

 

Table 3 – Results of Loss on Ignition testing.  
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 3.3 – Rock-Eval Pyrolysis 

Rock-Eval Pyrolysis was conducted by GeoMark Laboratories on 20 well cutting samples. 

These samples were chosen based on initial results of the XRF data and data provided by Wall, 

2015. Methodology for data extraction can be found in Appendix A. Tables and images are 

supplied by GeoMark and represent the results of the Rock-Eval Pyrolysis testing. Table 4 is the 

combined data, this study and Wall, 2015, from GeoMark Leco TOC Rock-Eval testing. The 

pyrograms (Figure 8 and 9) supplied by GeoMark depict a majority with low intensity S2 curves, 

implying a history of hydrocarbon generation. Whereas two depict high intensity S2 values, 

implying high potential for hydrocarbon production. (McCarthy et al., 2011). However, only 12 of 

the 20 samples have Tmax values ranging from 428 ° C to 445 ° C. 

 

Table 4 – GeoMark LECO OC and other pyrolysis results.  
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Figure 8 – Pyrogram showing low intensity S2 curve, representative of a majority of 

samples.  

 

 

Figure 9 – Pyrogram showing high intensity S2 curve, representative of two samples. (Wall, 

2015) 
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Figure 10 is a modified graph where all samples have been plotted onto the same graph for 

comparison. It depicts the S2 value vs. Depth and their evaluated potential as a source rock. Four 

samples fall in the fair/ Good-Excellent category. Whereas, the majority of samples display an S2 

value within the poor category. 

 

Figure 10 – S2 Values vs. Depth and their evaluated potential as a source rock.  
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Figure 11 is a modified graph where all samples have been plotted onto the same graph for 

comparison. It depicts the Hydrogen Index values (S2/TOC) vs. Depth and their evaluated source 

rock type. Two samples indicate a Type II kerogen, which is ideal for oil production. Whereas, the 

other 18 samples display a Hydrogen Index intensity much lower. One shows a mixed gas/ type II 

kerogen nature and the others have Hydrogen Index designated to gas. 

 

Figure 11 – Hydrogen Index Values (S2/TOC) vs. Depth and their evaluated source rock 

type.  
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Another general indicator for kerogen type is Oxygen Index vs. Hydrogen Index over TOC. 

Figure 12 depicts this information showing the majority (10) of samples in Type II and IV kerogen 

or gas prone, while a minority (5) display Type I and II kerogen or oil prone parameters. 

 

Figure 12 – Oxygen Index vs. Hydrogen Index and predicted kerogen type.  
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Finally, S2 curves and TOC and be used to display kerogen type arrangements for further 

visual representation of data. Figure 13 helps highlight the fact that there are two oil generative 

samples outlying the rest of the gas prone samples. 
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Chapter 4 – Discussion 

 4.1 - XRF: A Proxy for Organic Matter 

Handheld XRF has become an established instrument for quick analysis in the field. It is 

used to analyze ratios between element weight percentages to provide onsite determination of 

sample constituents. This study applies these principles to well cuttings for onsite evaluation of 

organic matter. Drawbacks include slight XRF difficulty in detecting lighter elements (Al, Si) 

without the use of a controlled atmosphere that doesn’t fringe the x-ray penetration power. 

However, due to the portable nature of the Handheld XRF the use of a controlled atmosphere in 

the field will likely never be used. A past study by Willey (2015) concluded that the generic 

mudrock calibration provided by Bruker for analysis can provide precise readings in the field 

without the requirement of a helium purge. 

Following the initial results reported by Willey (2015), Handheld XRF was tested as a 

viable proxy for organic matter. Willey (2015) identified a strong inverse correlation between 

organic matter weight percent and the Si/Al ratios. This is believed to be accurate due to the fact 

that samples with higher organic content in shale, the less chert and clay minerals it can contain. 

Within this study a similar principle and conclusion can be found as the inverse Si/Al ratios 

compared to Rock-Eval Pyrolysis TOC are observed. 15 samples can be graphed (Figure 14) with 

a correlation coefficient, r= .6748. When regarded in percentage of variation (r²), a value of 45.54% 

is observed. R-squared is a statistical measure of how close the data are to the fitted regression 

line. Willey (2015) had an r value of r = .8827, which statistically is better than the values observed 

in this study. Possible explanations for this difference is the smaller sample size Willey (2015) had 

as well as the samples being comprised of the Woodford shale and not the Chattanooga. Another 

explanation can be Willey (2015) acquired OM% values from Ion Coupled Plasma Atomic 
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Emission Spectrometer (ICP-AES) provided by Ramirez (2013) whereas TOC values were 

calculated from Rock-Eval Pyrolysis in this study.  Willey (2015) also reported a gap between 5 

and 15% organic matter, whereas this study has a gap of only .15 and 2.74 % TOC. 

 

Figure 14 – Graph depicting strong correlation between Inverse Si/Al and TOC. 

 

This method for quick on site analysis to estimate organic matter has the potential to greatly 

impact the petroleum industry. Si/Al ratios as a proxy for organic matter, although less confirmed 

in this study compared to Willey (2015), still has the prospect to provide a time and money saving 

option for contractors. Further study into this method is required to confirm or deny the validity 

that XRF can be used for onsite evaluation. In terms of the Chattanooga shale as an unconventional 

reservoir, organic matter values are important to the industry as an assessment of the quality of 

source rock productivity. Although slightly demonstrated to be less useful in this study this method 

for onsite organic matter evaluation can still provide an inexpensive preliminary result alternative 

for companies.  

  

R² = 0.4554

r = .6748 

-0.50

0.00

0.50

1.00

1.50

2.00

2.50

3.00

0 0.05 0.1 0.15 0.2 0.25 0.3 0.35 0.4

Inverse Si/Al v TOC



 

24 

 4.2 – Loss on Ignition 

Differential thermal analysis (DTA) thermograms show that when a dried, powdered 

sample containing organic material is heated in a muffle furnace, the organic material begins to 

ignite at about 200 ° C and is completely ignited by the time the furnace temperature has reached 

approximately 550 ° C (Dean, 1974). . The difference between this weight and the dry weight is 

the amount of organic carbon ignited. Although this procedure requires several hours to complete, 

only a portion of this time actually requires the operator to be present since most of the time 

involved is heating and cooling of samples. 

The results of this method (Table 3) can be given in weight percentage loss and can be 

compared to TOC values provided by Rock-Eval Pyrolysis. 15 samples can be graphed (Figure 

15) with a correlation coefficient, r= .7957. When regarded in percentage of variation (r²), a value 

of 63.32% is observed. R-squared is a statistical measure of how close the data are to the fitted 

regression line. With this correlation coefficient the validity of the loss on ignition method as a 

test for TOC is confirmed. 

 

Figure 15 - Graph depicting strong correlation between LOI % and TOC. 
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Further testing should be performed on the remaining 60 samples to complete a full organic 

matter database on the Chattanooga shale in Kansas. This will provide more data to incorporate 

into the investigation of the Chattanooga shale as a potential source rock. Possible inaccuracies 

with this method are due on part with the laboratory settings. Heating and transport of samples in 

a non-vacuum environment could lead to water reentering the samples after they have been dried. 

This can provide false readings of before and after weights of the samples causing non-

representative percentages of organic matter. However, precautions were taken in this study to 

provide the best possible conditions and the degree of error should be minimal and not undermine 

the validity of this method.  

 4.3 – Total Organic Carbon 

The total organic carbon in this study (Table 4) was performed by GeoMark Laboratories 

providing an accurate measure of the organic richness in the Chattanooga shale. Data attained from 

this study and provided by Wall (2015) provide an insight to the organic richness of the 

Chattanooga shale on both a basin level and regional state wide level. A majority of samples have 

a low intensity S2 curves, implying a history of hydrocarbon generation. While two depict high 

intensity S2 values, implying high potential for hydrocarbon production based on parameters set 

by McCarthy (2011) (Figure 21). Figure 10 shows the S2 values, or oil potential, measured against 

depth. The two samples with high intensity S2 values can be found in the Spivey-Grabs-Basil field, 

a well producing basin that has demonstrated to contain the best example of the Chattanooga as a 

source rock. However, only 12 of the 20 samples have Tmax values ranging from 428 ° C to 445 

° C. These parameters are reflected in the TOC weight percent totals of the samples. 10 samples 

have TOC % values of < .5 (none), 6 samples have TOC % values of .5 to 1 (poor), and 4 samples 

have TOC % values of 1 or higher (fair/good). Another approach to determine maturation and 
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generation within a sample is the % Ro value, or percent of reflected light immersed in oil. Based 

off of Peters (2006) (Figure 22) parameters, 12 of the samples have a peak maturity value and 

early-mature Tmax values while the rest could not be determined. The definitive divide within the 

samples and their maturation index could be attributed to location, depth and if the samples were 

picked at the richest part of the Chattanooga for that well. Figure 16 shows kerogen type and Ro 

values with Tmax, type II kerogen samples are located in the Spivey-Grabs-Basil where samples 

located throughout the rest of Kansas can be found in type III. Given the location of the Spivey-

Grabs-Basil field being closer to the Anadarko Basin the result is explained. 

 

Figure 16 - Hydrogen Index vs. Tmax, showing kerogen type for all samples.  
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 Comparing this data to two other studies, Ramirez-Caro (2013) and Hill (2011), the 

argument for the Chattanooga shale as a viable source rock in some parts of Kansas is improved. 

Ramirez-Caro (2013) TOC results from the Woodford shale in Oklahoma shows ranges of .36 to 

11.5 wt. %. Hill (2011) TOC results from multiple shales in Kansas shows ranges of 1.8 to 13.3 

wt. %. Chattanooga shale TOC values (from Wall, 2015) in the Spivey-Grabs-Basil field in Kansas 

have a range between .72 and 3.95 wt. %. Other Chattanooga shale samples that can be found in 

Woodson, Coffey, Jackson and Sumner counties in Kansas have TOC values ranging from .76 to 

2.74 wt. %. All Chattanooga samples defined above fits into the range of values from the 

Woodford, a known commercially producing unit, well enough to conclude the Chattanooga as a 

viable source rock in some parts of Kansas. 

 4.4 – Petra Mapping 

The use of advanced software programs, such as Petra, to map these locations with subsea 

formation top data has been used to create regional structure maps of the Chattanooga shale in 

Kansas.  Understanding structures is the key to interpreting geological events that have shaped the 

present terrain.  Structures can indicate potential locations of oil and gas reserves by characterizing 

both the underlying subsurface geometry of rock units and the amount of crustal deformation and 

stress experienced in a certain region. In addition, data from XRF and LOI testing has been mapped 

to show organic matter or source rock potential throughout Kansas. Figure 17 is a contour map 

comprised of 565 wells throughout Kansas reporting reaching the Chattanooga shale. Figure 18 is 

an Isopach map illustrating thickness distribution of the Chattanooga shale throughout Kansas.  
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From this contour map of Chattanooga top data, there is an undeniable trend that the 

southwest portion of Kansas contains deeper tops of the Chattanooga and increases heading east-

northeast. This is a long-established understanding of the Chattanooga and reflects its depositional 

environment conveyed by Woodrow (1973). Both the contour map and Isopach map acts in 

accordance with distribution of the three distinct members described by Lambert (1993). The least 

aerially widespread of the shale members, the lower shale member is present only in the southern 

part of Kansas. The middle shale member of the Chattanooga shale has the greatest areal extent of 

any shale member, and is found throughout northwestern Oklahoma (termed Woodford) and 

eastern Kansas. The upper shale member is not as aerially widespread as the middle shale member 

but more than the lower member (Lambert, 1993). 

 

 Figure 19 is a contour map depicting XRF Al/Si, or Inverse, data. This is a preliminary 

map of organic matter or source rock potential across Kansas. Willey (2015) used Si/Al ratios to 

approximate the chert to clay-mineral distribution in Woodford samples, and the inverse of this 

ratio correlated to the percentage of organic matter. Form this map there is a clear trend of lower 

Inverse ratios in the southwest and increases as you go northeast. This trend could be a possible 

product of sample selection and distribution. More samples are present in the southwest providing 

a more detailed contour while samples are scarce in the northeast possibly misrepresenting the 

region. Despite this fact, this contour map is the only available foundation to show source rock 

potential throughout Kansas. 
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 Figure 20 is a contour map depicting Loss on Ignition data. Based off of correlation results 

with TOC data, this method provides a more accurate representation of source rock potential across 

Kansas. In reasonable concurrence with the XRF Inverse data, there is a clear trend of lower 

organic matter content in the west and increase to the east. Again, this trend could be a possible 

product of sample selection and distribution. More samples are present in the southwest providing 

a more detailed contour while samples are scarce in the northeast possibly misrepresenting the 

region. With only 30 of the 90 XRF samples tested by LOI method further testing should be done 

to obtain a more accurate map of organic matter distribution. 
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Chapter 5 – Conclusions 

Handled XRF still has the prospect for providing quick analysis on organic matter to be 

used as a determination of the quality of source rock. Although slightly reduced correlation has 

been found within this study compared to Willey (2015), the method has still proven viable for 

fracking targets to be determined on site and in a more efficient manner. It has also been 

instrumental in providing preliminary results and data to the only map of source rock potential 

across Kansas.  

Loss on Ignition results have correlated with TOC data better then XRF results making 

this method the better option for evaluating source rock potential. Its contour map has shown 

similar conclusions as the XRF method, however more testing should be done to gain an 

improved representation of source rock potential throughout Kansas. Even with little operator 

time involved the overall time it takes to evaluate organic content cannot compare with the XRF 

method when preforming onsite evaluation.  

The source rock potential map can best be applied to the Midwest Kansas region as the 

quantity of samples are greater there. The clear trend of lower organic matter content in the west 

and increase to the east could be attributed to this fact. These results provide the first known 

source rock potential map across Kansas and can be used by the industry for future exploration.  
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Chapter 6 – Further Research 

Upon completion of this study, further research is suggested to help validate the results 

found.  

1. Create a specific Chattanooga shale calibration on the handheld XRF for better 

accuracy. 

2. Complete the LOI testing on the remaining Chattanooga samples to compile a more 

comprehensive source rock potential map. 

3. Additional oil-source rock correlations across Kansas to confirm or deny source rock 

potential mapping. 
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Appendix A - GeoMark Methodology 

PYROLYSIS  
 
1. Sample Requirements for a Typical Geochemical Program 
  
For geochemical analysis a teaspoon (ca. 10 g.) of sample material is needed when TOC, Rock-Eval, 
vitrinite reflectance and residual hydrocarbon fluid fingerprinting is to be completed. If possible, a 
tablespoon is preferred. However, it is possible to complete a detailed program with even less 
sample, although there is dependency on the sample characteristics (e.g., organic richness, 
abundance of vitrinite, amount of staining).  
 
2. Total Organic Carbon (TOC) – LECO C230 instrument  
 
Leco TOC analysis requires decarbonation of the rock sample by treatment with hydrochloric acid 
(HCl). This is done by treating the samples with Concentrated HCL for at least two hours. The 
samples are then rinsed with water and flushed through a filtration apparatus to remove the acid. 
The filter is then removed, placed into a LECO crucible and dried in a low temperature oven (110° C) 
for a minimum of 4 hours. Samples may also be weighed after this process in order to obtain a % 
Carbonate value based on weight loss.  
 
The LECO C230 instrument is calibrated with standards having known carbon contents. This is 
completed by combustion of these standards by heating to 1200°C in the presence of oxygen. Both 
carbon monoxide and carbon dioxide are generated and the carbon monoxide is converted to 
carbon dioxide by a catalyst. The carbon dioxide is measured by an IR cell. Combustion of unknowns 
is then completed and the response of unknowns per mass unit is compared to that of the 
calibration standard, thereby the TOC is determined.  
Standards are analyzed as unknowns every 10 samples to check the variation and calibration of the 
analysis. Random and selected reruns are done to verify the data. The acceptable standard 
deviation for TOC is 3% variation from established value.  
 
3. Rock Eval  
 
Approximately 100 milligrams of washed, ground (60 mesh) whole rock sample is analyzed in  
the Rock-Eval II instrument. Organic rich samples are analyzed at reduced weights whenever the S2 
value exceeds 40.0 mg/g or TOC exceeds 7-8%. Samples must be re-analyzed at lower weights when 
these values are obtained at 100 mg.  
 
RE-II Operating Conditions  
S1:  300°C for 3 minutes  
S2:  300°C to 550°C at 25oC/min;  

hold at 550°C for 1 minute  
S3:  trapped between 300 to 390° 
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RE-VI Operating Conditions  
S1:  300°C for 3 minutes  
S2:  300°C to 600°C at 25°C/min;  

hold at 600°C for 1 minute  
S3:  measured between 300 to 400°  

 

HAWK Operating Conditions  
S1:  300°C for 3 minutes  
S2:  300°C to 650°C at 25°C/min;  

hold at 650°C for 0 minute  
S3:  measured between 300 to 400°  

 

Measurements from Rock-Eval are:  
 
S1:  free oil content (mg HC/g rock)  
S2:  remaining generation potential (mg HC/g rock)  
Tmax: temperature at maximum evolution of S2 hydrocarbons (°C)  
S3:  organic carbon dioxide yield (mg CO2/ g rock)  
 
Several useful ratios are also utilized from Rock-Eval and TOC data. These are:  
 
Hydrogen Index (HI):   S2/TOC x 100 (in mg HC/g TOC)  
Oxygen Index (OI):   S3/TOC x 100 (in mg CO2/g TOC)  
Normalized Oil Content:  S1/TOC x 100 (in mg HC/g TOC)  
S2/S3:  
Production Index (PI):   S1/ (S1+S2)  
 
Instrument calibration is achieved using a rock standard. Its values were determined from a 
calibration curve to pure hydrocarbons of varying concentrations. This standard is analyzed every 
10 samples as an unknown to check the instrument calibration. If the analysis of the standard ran as 
an unknown does not meet specifications, those preceding data are rejected, the instrument 
recalibrated, and the samples analyzed again. However, normal variations in the standard are used 
to adjust any variation in the calibration response. The standard deviation is considered acceptable 
under the following guidelines:  
 
Tmax: ± 2°C  
S1:  10% variation from established value  
S2:  10% variation from established value  
S3:  20% variation from established value 

Analytical data are checked selectively and randomly. Selected and random checks are completed 
on approximately 10% of the samples. A standard is analyzed as an unknown every 10 samples.  
 
4. Turnaround Time:  
The standard turnaround time for sample orders over the past 12 months is approximately 2 to 3 weeks, 

depending on number of samples in the order. 
 



 

40 

Appendix B - Full XRF Data Tables 

 T
a
b

le
 5

 –
 M

a
jo

r 
X

R
F

 D
a
ta

 I
n

d
ex

 S
a
m

p
le

s 
1

-4
5

 



 

41 

 T
a
b

le
 6

 –
 M

a
jo

r 
X

R
F

 I
n

d
ex

 S
a
m

p
le

s 
4
6

-9
0

 



 

42 

 

T
a
b

le
 7

 –
 T

ra
ce

 X
R

F
 I

n
d

ex
 S

a
m

p
le

s 
1

-4
5
. 



 

43 

 

T
a
b

le
 8

 -
 T

ra
ce

 X
R

F
 I

n
d

ex
 S

a
m

p
le

s 
4
6

-9
0
. 



 

44 

Appendix C - Additional Figures 

 

Figure 21 – TOC Evaluation. Modified from McCarthy (2011) 

 

Figure 22- TOC Evaluation. Modified from Peters (2006) 
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Figure 23 – Pyrograms of all samples for TOC results. 
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