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INTRODUCTIOR

The interaction between soil and water and its subsequent effect on
the structural integrity of earthen projects is of major importance to
soil and foundation engineers. The recognition, evaluation, and control
of both drsinage and erosion is becoming more important to the engineer
as increasingly rigid environmental constraints are placed on the design
and construction of varicus water projects. In recent years, considerable
effort has been made in gquantifying the characteristies of flow through
a so0il media.

The evaluation of the coefficient of permeability of & solil is not
new to the engineering profession. However, the need for more accurate
permeebility determinations is increasing faster than advancements are
being made in the testing procedures. As the water supplies continue to
dwindle in the western portion of the United States and various environ-
mentel controls on the infiltration from sewage lagoons and taeiling ponds
are tightened, more accurate evaluations of the permeability character-
istics of a s0il are an economic necessity.

The identification and evaluation of dispersive clay soils is a
relatively new concept in engineering. Until recently the extent of
slope failures and dam breaches caused by dispersive solls were not known.
It is now believed that the identification of potentislly dispersive soils

is an essential design consideration on a world wide basis.

Purpose of Study

The purpose of this study was to evaluate and develop the capabil-
ities of the So0il Mechanics Laboratory at Kansas State University to

conduct advanced research in the measurements of permeability and



dispersive characteristics of clay soils. A need was found to design

and construct a new testing apparatus which would allow for the accurate
evaluation of varicus key parameters. In addition to having the capabil-
ities of conducting advanced research, the development of the testing
apparatus was subjected to the following constraints: 1) utilize
principles and techniques familiar to practicing engineers, 2) have

the capacity for quantitative and qualitative measures of soil-water
interactions, 3) be based on simple operating procedures requiring no
special training, and 4) use practical construction techniques and

materials which would be economically acceptable.

Scope of Study

A comprehensive review of the available literature relating to
permeability and dispersive characteristics of clay soils was conducted
during this study. Based upon the literature investigation and the
criteria previously presented, the multi-channel variable stress permea-
meter was designed and constructed. Verification of the design and
testing procedures developed during this study was made by conducting
a limited testing program of several soils. The test results were
analyzed to determine the applicability of the apparatus and procedures
for use in future research studies. The development of several con-
clusions and recommendations for future equipment modifications completed

this study.



CONCEPTS AND CURRENT PREDICTIVE METHODS

The purpose of this section is to provide a review of the basic
concepts and theories used in evaluating both the permeability and
dispersion potential of clay soils. This portion of the report is
divided into two sections. The first section presents & critique of
the methods currently used to estimate the permeability characteristies
of various soils. Included in this section is & review and correlation
of results expected from laboratory and field tests. The second section
presents the theories and principles currently employed in eveluating
the dispersive potential of clay scils. The newly developed physical

tests, in addition to the chemical tests, are presented in this section.

Permeability

One of the most fundamental and important properties of elther a
natural or compacted scil is the hydraulic characteristic known as
permeability. The permeability of a soil is its capacity to transmit
water when subjected to a differential hydraulic¢ head. Thus the concept
of permeability enters into nearly all seepage, settlement and stability
trobvlems confronting the geotechnical engineer. Typical examples in
which the permeability of & soil is of primary importance are: the flow
of fluid through and under earthen embankments, the rate and extent of
building settlement, and the liquefaction potential of various soils when
subjected to dynamic loading.

The importance of accurately evaluating the permeability character-
istics of a soil has long been recognized. Darcy (1), in the 1850's,
pioneered this field when he experimentally found the interrelationship

between flow velocity of a fluid through a porous media and the hydraulic



gradient. This interrelationship, shown in Equation (1), is commonly

referred to as Darcy's Law.

V=K I-:i (1)

)

e

where
V = seepage velocity

K = intrinsic permeability

vyw = unit weight of fluid

coefficient of viscosity

=
L]

h = total head

s = distance of flow
Since that time Darcy's Law, in its modified form, as represented by
Equation (2), has been used extensively to analyze the characteristics

of fluid flow in soils under various conditions.

Q=KiaA (2)

where

fluid flow rate

ol
n

-~
n

coefficient of permeability (Koyw/u)
i = hydraulic gradient (-dh/ds)

A cross-sectional area

The modified form of Darcy's Law has alsc been used in conjunction
with testing methods to analyze wells and aquifers. The most commonly
used methods of analysis were developed bty Thiem (2) and Theis (3) for
equilibrium and non-equilibrium flow conditions. Their procedures, while

based on several simplifying assumptions (i.e., soil properties, aquifer



structure, flow characteristics, etc.), use permeability values determined
from field testing. The field tests usually consist of pumping water

from a well at a known rate, thus lowering the piezometric surface around
the well and creating a cone of depression. By knowing the rate in which
the depression cone forms, in addition to its ultimate shape, the hydraulic
characteristics of the water bearing aquifer can be estimated. The
hydraulic characteristics can then be used to evaluate the coefficient

of permeability.

The use of infiltration tests provides another means of determining
field permeability. By measuring the rate of decrease in elevation of
the water level in an augered hole, or the volume of water required to
maintain a constant elevation, the coefficient of permeability can be
evaluated using the methods developed by Kirkham and van Bavel (4) and
Schmid (5). The use of the infiltration test is suitable for soils both
above and below the ground water table. Although the test can be used
for any so0il, best results are obtained when used on relatively low
permeable soils., The primary advantages of this test, when compared to
the pumping test, are the relatively low cost and speed with which the
testing can be accomplished. The principal disadvantage is the accuracy
of the results obtainable. Errors of several orders of magnitude are
often encountered in the values determined for the coefficient of perme-
ability, therefore infiltration tests should be used only where these
errors are tolerable,

The disadvantage of the tests previously presented is that they fail
to accurately describe the variability in permeability with depth. The
variability may comnsist of local fluctuations in the permeability of a

soil stratum caused by fissures or bedding planes. The most serious



fluctuation from a design consideration is the presence of either a
concentrated leak or a highly permeable strata. Kirkham (6) discusses
the use of piezometers to identify and locate these problem areas.
Piezometers equipped with transducers or risers can be used to determine
the permeability of the soil at any point within the soil mass. The
advantage of using plezometers is that the permeability of each stratum
may be determined as the piezometer is advanced into the soil. However,
the disadvantage is the relatively high cost of installation, and the
soil disturbance which may occur as a result of drilling the pilot hole.

The flow of fluid through a partially saturated media does not
directly follow the generalized theory developed by Darcy. This results
from the fact that in nonsaturated soils the voids are only partially
filled with water while the rest of the void is entrapped air. Since the
air voids can block the movement of water, the permeability of a soil
varies directly with the degree of saturation. Therefore, modifications
of the basic concept postulated by Darcy have been proposed by Richards
(7) for use when nonsaturated flow conditions are encountered.

Field permeability tests utilize a significantly larger sample and
corresponding zone of influence than do laboratory tests, which neces-
sarily require the testing of small representative samples. Since the
results obtained from laboratory testing must be extrapolated to include
the entire stratum, the estimates of the permeability characteristics in
stratified soils are directly dependent on the quality of the field
sampling program. The disadvantage of laboratory testing is that the
exact duplication of the various béundary conditions which exist in the
field cannot be accomplished. Although there are some disadvantages to

laboratory testing, there are several advantages which are significant.



Laboratory testing facilitates a large number of tests to be con-
ducted within normal project economic constraints. This advantage
enhances the use of a testing program to evaluate alternate design con-
siderations. It alsoc reduces the testing time which would normally be
required in the field. Thus, a multi-faceted testing program could be
conducted in the laboratory using less time and money than a similar
program conducted in the field. An example of the importance of
laboratory testing is exhibited in the design of sewage lagoons. As
environmental controls are increased, it becomes important for the
engineer to have the flexibility to conduct the necessary testing with-
out being hindered by excessive cost or time constraints.

Measurements of permeability in the laboratory are generally made
using either a variable or constant hydraulic head test. The variable
head permeability test is generally used in determining the permeability
of saturated cohesionless so0il. This is because of the relatively large
coefficient of permeability exhibited by cohesionless soils and the
degree of saturation of a nonsaturated soil which changes during the
test. The coefficient of permeability can be determined using the
procedures given in standard texts on Soil Mechanies (8).

The constant head permeability test, however, can be used on all
types of soils, although the required instrumentation is more complicated
than for the variable head test. The coefficient of permeability of a
soil at various void ratios can be estimated using the modified form of
Darcy's Law and physical properties of the test (i.e., hydraulic head,
length and cross-sectional area).

The results of the tests are usually presented to illustrate the

dependehce of the coefficient of permeability on the void ratio of the



soil. The permeability of a soil at a particular void ratio can then
be interpolated from this relationship.

The results of a consolidation test can also be used to estimate
the coefficient of permeability for a clayey soil. It has been theoreti-
cally shown that the rate at which water is forced out of a saturated
sample during consolidation is directly dependent upon the permeability
and loading conditions of the soill (9). The disadvantage of this method
of analysis is that the coefficient is estimated using several simplifying
assumptions rather than by direct measurement. It is generally believed
that this method of determining the permeability characteristics of a
particular soil is inferior to that using the laboratory tests which were
described previously.

Dispersive Clays

Dispersive clay soils are predominantly fine grained soils, which
because of a lack of net attractive electrochemical forces or bonds, are
not aggregated or flocculated. The distinct physical features, which are
often associated with these problem soils, are the presence of slick spots,
gullies, tunnels and jugs. These features are a result of the character-
istic erosion which develops from the interaction between rainfall runoff
and this type of soil.

Tunnels and jugs in dispersive clays develop from the infiltration
of surface water into drying or settlement cracks, thus removing any
dispersed fines before the cracks can swell closed. The term 'jug' is
used to indicate the vertical portion of the underground erosion tunnel
which is formed when surface soils are less erodible than the subsurface
material. The presence of dispersive clays along flat slopes are indi-

cated when slick spots develop in the surface soils upon wetting and then



forms a2 hard cracked crust upon drying. Recent investigations have
shown that these soils cause engineering problems world wide.

The development of methods for identifying dispersive clay soils
had its beginning in 1937. It was at this time that Volk (10) first
correlated the dispersive characteristics of clay soils with the failure
of several small earthen dams, dikes and road fills constructed in the
southwestern portion of the United States. The observed failures were
categorized into two types. The first type of failure occurred during
initial wetting after construction, while the second type occurred as a
result of the development of shrinkage and/or settlement cracks. Based
on Volk's personal observations and study, two conditions were deemed
necessary for the failure of a structure compacted from clay soils.
These conditions were: 1) Either the existence of cracks or relatively
large voids as a result of dessication and/or settlement of the embank-
ment, and 2) the presence of sufficient clay sized material dispersive
enough to allow enlargement of cracks or passages under a relatively
small head once piping has begun.

Volk recognized the need for a method of determining the degree of
dispersion, which could be related to by practicing engineers for
engineering erosion control. The method he proposed was the first
widely accepted procedure and with only minor modifications is still
used by the Soil Conservation Service (S5CS). The Laboratory Dispersion
Test (LDT) currently used by the SCS determines the percent dispersion
by conducting two hydrometer tests simultaneously. This test compares
the particle size distribution obtained using a standard hydrometer test
to a second hydrometer test conducted without the use of mechanical

agitation or chemical dispersants. The difference in the distribution
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obtained from each method is a measure of the natural dispersion of the
clay. The major disadvantage to this test is the results are not always
reproducible. The reproducibility can be increased slightly by testing
the samples at their natural moisture content.

A modification of the LDT to include testing the effect of the
reservoir or river water on the flow through a soil crack was made by
Coumoulus (11). It was observed that on some soils, percentages of
material finer than 0.005 mm obtained using the double hydrometer test
were higher than those obtained using the triple hydrometer test. This
fact suggests that some soils may be more dispersive in ambient waters
than if eroded by distilled water in the laboratory. It should be noted
that 0.005 mm is defined as clay size material by the soil scientist in
contrast to the engineering definition of 0.002 mm.

Studies of dispersive clay scils indicate that they are primarily
composed of montmorillonitic and illitic clays which are sodium saturated.
The percent sodium (degree of sodium saturation) in the pore water of a
sample can be determined from an evaluation of the soluble salts in the
pore water. Pore water evaluation has long been a standard test for the
agricultural soil scientist, but is generally unfamiliar to civil engineers.

This test, as used by the U.S5. Department of Agriculture (12), is
briefly described as follows. A sample of soil is mixed with distilled
water to a consistency near the Atterberg liquid limit, and a pore water
sample (saturation extract) is forced through a filter by use of a vacuum.
The saturation extract is then tested to determine the quantities of the
four main cations in solution (calcium, magnesium, sodium and potassium).
The percent sodium is determined by dividing the quantity of sodium in

the extract by the Total Dissolved Salts (TDS). The TDS is defined as
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the total quantity of the four main cations previocusly mentioned.

Australian investigators, Aitchison, Ingles, et al., (13, 1l4) have
postulated that the two main factors governing soil dispersion are:

1) the Exchangeable Sodium Percentage (ESP), and 2) the relationship
between the TDS aﬂd Sodium Absorption Ratio (SAR) of the eroding media.
The ESP of a soill is the concentration of sodium ions on the exchange
complex divided by the Cation Exchange Capacity (CEC) of the soil. The
second index, the SAR, is obtained by dividing the concentration of the
sodium ions in the saturation extract by the square root of the average
of concentrations of calcium and magnesium.

In the case of pure eroding water (TDS much less than 0.5 meq/%),
their criteria shows that all soills are dispersive if the pore water SAR
exceeds one or two. It was also found that an ESP in excess of 10 to 15
would be sufficient to cause dispersion of the soil particles. Soils
with an ESP value greater tham 15 are believed to possess serious piping
potential when leached with water having less than 15 meq/%f TDS, while
soils with ESP values from 7 to 10 percent with relatively pure water
percolating through it are thought to be moderately dispersive. Identi-
fication of dispersive clay solls by determining the soluble pore water
salts is a reliable method, however it is expensive, time consuming, and
the results are gqualitative rather than quantitative in nature. Also,
the use of soil chemistry tests as a basis for designs is unfamiliar to
most practicing engineers.

Arulanandan, et al. (15, 16), attempted to relate the boundary
between the flocculated and deflocculated states to the shear stresses
required to initiate dispersion. The apparatus they used was a rotating

cylinder similar to that described by Heinzen and Arulanandan (17). A
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cylindrical specimen of soil was mounted concentrically inside a trans-
parent cylinder. An annular space between the specimen and the rotating
cylinder was filled with the eroding media, generally distilled water.
The rotation of the outer fluid imparted a shear stress to the soil
surface thus causing some dispersion of the soil mass. The erosional
loss was measured at different rpm's, while the cumulative losses were
determined for each rpm. Both the erosional and cumulative losses were
expressed as a function of time. These relationships were represented
graphically as the erosion rate versus the applied shear stress. The
zero intercept of the applied shear stress axis gives the wvalue of the
critical shear stress. A soil possessing a critical shear stress equal
to zero isltherefore considered potentially highly dispersive.

In 1967, Australian scientist W, W, Emerson (18) developed a field
identification test for assessing the dispersive potential of clay soils.
The test, termed the Crumb Test, consisted of placing a small soil clod
at its natural water content into either a beaker of distilled water or
a dilute sodium hydroxide solution. If the soil was dispersive, a cloud
of colloidal clay developed around the clod. 1If the soil was not dis-
persive, no colloidal clay could be seen around the clod. Although this
test is sometimes used, it provides only a qualitative indication of the
relatively dispersive character of the soils and cannot be relied upon
to give accurate results.

Sherard (19) attempted to quantify the Crumb Test results by
developing a rating system for the visual interpretation of the results.
The rating system he developed consisted of four grades with the follow-

ing description:
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Grade 1. No Reaction (Non-dispersive). Crumb may slake and run
out on bottom of the beaker in a flat pile, but no sign
of cloudy water caused by colleoids in suspension.

Grade 2. Slight Reaction. Shows a hint of cloud in water at the
surface of crumb (If the cloud is easily visible use
Grade 3).

Grade 3. Moderate Reaction. Easily recognizable cloud of col-
loids in suspension, usually spreading out in thin
streaks on bottom of beaker.

Grade 4. Strong Reaction (Highly dispersive). Colloidal cloud
covers nearly whole bottom of beaker, usually in a thin
layer. In extreme cases all the water in the beaker
becomes cloudy.

However, even using this rating system the Crumb Test alone has not proved
a reliable method of identifying most dispersive soils.

In an effort to improve on the Crumb Test, the SCS (20) in 1968
developed the Dilution-Turbidity Test (Turbidity Ratio). This test was
basically a modification of the Laboratory Dispersion Test and was
designed to measure the natural dispersibility of the soil fraction
having an average grain size diameter of 0.005 mm or smaller. The dis-
persion potential is determined by comparing the turbidity of the fraction-
al portion of the soil-water suspension created, with the turbidity of the
soil-water suspension obtained from using naturally occurring soils. The
comparison is made by diluting a sample of the artificially dispersed
suspension until the turbidity is visually comparable to the turbidity
of the untreated sample. Correlations made between this test and the
LDT indicate that a dilution ratio of 4 or 5 is approximately equivalent
to dispersion values of 35 to 40 percent. Dilution ratios of 1 or 2
indicate the presence of highly dispersive clays, while dilution ratios

of 9 or greater indicate clay which is non-dispersive.

The pinhole test was developed by Sherard, et al. (21) to simulate
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in the laboratory the dispersive clay erosion which might occur as a
result of water moving under a small hydraulic head.

The test procedure is based on the flow of distilled water through
a small hole punched in a sample of clay. The dispersion classification
of the soil sample is determined by the color of the effluent and the
changes in flow rate under various heads at specified time intervals.
Dispersive soils are classified as either D1 or D2 for samples that erode
rapidly under a head of 2 in. Intermediate or transition soils, classified
as ND4 and ND3, are identified by erosion which progresses slowly under a
2 in. or 7 in. head, while the classification of KD2Z or NDl1 is used to
denote a non-dispersive soil which exhibits no significant erosion under
either a 15 in. or 40 in. head.

A comparison of the results obtained from using the pinhole test to
the sodium content of the pore water has provided further verification
of the interrelationship between erodibility and sodium content. In a
study conducted by Sherard, et al. (19), a criteria was proposed for the
identification of dispersive clay soils based on the relationship of the
percentage of sodium as a function of the TDS. This relationship is
shown in Figure 1. An additional correlation presented in Figure 2 shows
the results of the pinhole tests expressed as a function of percentage
of pore water salts. In comparing these two Figures, it can be seen
that the identifiéation of dispersive soils by using the pinhole test
differs from that used in Figure 1. The basic difference results from
the fact that Figure 2 correlates the results of both the pinhole test
and soil chemistry tests to potential dispersion while Figure 1 is based
solely on the results of soil chemistry testing. It should be noted that

both Figures were developed from empirical observations made by these



PERCENT SODIUM IN SATURATION EXTRACT

PERCENT SODIUM IN SATURATION EXTRACT

80

60

40

20

60

40

20

15

|ll!1il

DISPERSIVE
EROSION ZONE

TRANSITION

ZONE

lljillil 1 T

NON-DISPERSIVE

-Figure 2,

TOTAL SOLUBLE SALTS IN SATURATION EXTRACT, megq/1

Correlation of Pinhole Test to Field Behavior as
Determined by Solution Extract Chemical

Properties.

(After Sherard, et al. 1976)

ZONE
;lljlllll A ]I.i].lll] d | ) I A T 1
1.0 10 100
TOTAL SOLUBLE SALTS IN SATURATION EXTRACT, meq/]
Figure 1. Relationship of Field Behavior and Solution
Extract Chemical Properties. (After
Sherard, et al. 1972)
||1|1]l| T lll]ll}l T F T T3 T0T
DISPERSIVE
L EROSION ZONE o
TRANSITION
ZONE
NON-DISPERSIVE
ZONE
b0 gl | v g v g gaal 1 L1t oia
1.0 10 100



16

researchers. It has been found, however, that a few high sodium soils,
where the percent dispersion indicated by chemical analysis was above 50,
were shown to be non-dispersive using the pinhole test.

The pinhole test is an empirical test based on the subjective
evaluation of the occurrence of dispersion and is qualitative in nature.
Results obtained from this test can only be used to indicate whether a
soil is potentially dispersive or not. It does not quantify the degree
of dispersion.

In 1974 Petry (22) developed a new testing procedure, termed the
Physical Erosion Test (PET), to quantify the potential dispersion of
clay soils. The purpose of the test was to simulate field conditions
and accelerate the dispersion in a procedure that would be applicable
to engineering practice. It was felt ;hat this test would be especially
appealing to engineers, because it provides both a quantitative and
qualitative measure of dispersion while utilizing testing procedures
familiar to most geotechnical engineers.

Field conditions were simulated by the intermittent flow of pressur-
ized water through a compacted soil sample. The flow could be regulated
by a system of reservoirs, regulators, timers and valves. A reduction
in testing time was accomplished by drilling three longitudinal holes
in the soil sample. The holes were 0.125 inch in diameter, thus allowing
for either dispersion or swelling to occur.

A clear lucite test cell was used to contain the compacted soil
sample, thus allowing the person conducting the test to make qualitative
estimates of the erosion process. As the erosional process progresses,
the soil slakes and disperses into a soil water suspension which is

periodically removed by intermittent flushing. The percent dispersion
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is determined as a percentage of the dry soil remaining at completion
to that at the start of the test, thus eliminating any subjective
evaluation based on visual observations.

Flanagan and Holmgren.(ZB) believed a more reliable field method
of identifying dispersive clay soils using soil chemistry techniques
was needed. They proposed new identification procedures fcr measuring
the soluble salts in the pore water, using special equipment which could
be transported to the field site. Their suggested method of determining
TDS was based on the use of a Sodium Electrode, various Chemical Reagents
and a Wheatstone Bridge. A detailed procedure of their suggested methods
can be found in the cited reference. The results obtained from this
method of testing appear to be reliable based on the regression analysis
and atomic absorption data presented. The disadvantages are the unfamil-
iarity of this method of approach to most engineers and the relatively

long testing time.
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DESIGN AND CONSTRUCTION

The primary objective of this study was to evaluate and develop the
capabilities of the soil mechanics laboratories at Kansas State University
for conducting advanced studies on the permeability and erosional char-
acteristics of clay soils. After a review of the laboratories, it was
determined that additional testing equipment was needed. Therefore as
part of this study, The Permeability-Physical Erosion Testing Apparatus
(PPETA) was designed and built using available university facilities.

The material presented first in this section is the criteria used
during the initial design phase of this study. Although the PPETA was
designed principally for research, it was believed by this investigator
that the design should be general enough to allow for a wide range of
applications. The last portion of this section describes the techniques
used in constructing the apparatus. Since standard construction practices
were used, the major emphasis is on the equipment modifications which

were necessary to utilize existing materials.

Design

Gectechnical engineers are often concerned with the evaluation of
the inherent properties of a soil (i{i.e., strength, erosional and per-
meability characteristics, etc.). The determination of these properties
is usually accomplished by testing a soil under carefully controlled
conditions. Therefore, the PPETA was designed to maximize control of
the testing process while minimizing equipment induced error. This
design concept was achieved by using a system of reservoirs, regulators
and valves which could be accurately controlled and monitored by preci-

sion test gauges.



